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= Yesterday and Today 


“If a man write a better book, preach a better 
sermon, or make a better mouse-trap than his 
neighbor, tho he build his house in the woods, 
the world will make a beaten path to his door.” 


—EMERSON 


N 1910 a typical city factory—the smallest of thirty-three 
manufacturers of portable electric tools. ' 7 
In 1920 a vision of ideal working conditions, reduced over- 
head and a divorcing of dirt, smoke and the other attendant 
evils of a city factory—the company by this time had become 
a factor to be reckoned with in the electric tool industry. 

And now, in 1927, Black & Decker, the Manufacturers of 
Portable Electric Drills, “‘With the Pistol Grip and Trigger 
Switch,’’ are the largest in the world. 

We have only been able to illustrate the factory where the 
Black & Decker tools are actually produced but this is sur- 
rounded by an ideal Black & Decker community of beautiful 
homes. 

All this is of interest to you who use portable electric tools, 
because it means a higher grade of workmanship, produced 
under ideal conditions. 

The size of our business has now given us a buying power 
which, together with quantity production and low overhead, 
makes it possible to turn out electric tools of Black & Decker 
quality at costs no greater than ordinary tools. ‘ 

Add to this the size and stability of the company behind the 
guarantee and it is no wonder that the answer in the selection 
of portable electric tools is usually - 


BLACK @® DECKER 
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F COURSE it is interesting to know 

the construction of the Black & 

Decker Heavy-Duty Portable 

Electric Drill. The commutator 

end cover, to which the combina- 

tion handle is attached, is en- 

tirely separate from the motor 

: bearing support, so that if exces- 

sive pressure applied by means of a feed screw 

should distort the end cover, there would be no 
misalignment of the motor bearing. 

The motor runs on ball bearings and the heat- 
treated gears run in grease like an automobile 
transmission. 

Circulation of air around the outside of the field 
coil, as well as through the gap (obtained by the 
use of the hexagonal shaped motor’case), means 
a cooler motor and consequently longer life. 

The electric cable is carried through a specially 
designed tapering molded rubber cord protector, 
which is clamped to the Drill by a miniature vise, 
relieving all strain from the copper conductors 
inside. These conductors are attached to a switch 
terminal block by means of terminal screws, making 
it possible to renew cable easily without soldering. 


BLACK & DECKER 


The detail of the “‘Pistol Grip and Trigger 
Switch’’ is a story in itself. Without going into 
elaborate detail, this very important feature elim- 
inates the use of a multiplicity of small parts and 
consists merely of a very large, substantial rotating 
contact block, operating between. two contact 
blades, which are themselves the springs that snap 
the circuit open or closed. 


The foregoing is only a part of the INSIDE 
STORY, because, after all it would require years of 
experience in the use and design of Portable Electric 
Drills to enable the average man to make a choice 
on the basis of design only. 

The satisfaction of hundreds of thousands of 
users, many of which have been convinced only after 


. Tigorous competitive tests made by experienced 


engineers, means more than blue prints and a set 
of specifications. 

As a matter of fact the one thing which more than 
anything else justifies us in claiming superiority is 
the fact that more people prefer the Black & Decker 
make than any other, as is evidenced by the fact 
that there are more of them sold each year than any 
other make. 


1/,” Light-Duty Elec- 


tric Drill 


HIS is a general purpose drill 

for light work on intermit- 

tent service. Because of its 
light weight and small size it is 
ideal for tool kits for men who 
“go out on the job.” 

Every garage can afford to have 
one of these tools for general drill- 
ing work, in addition to which 
they should have a Black & Decker 
14" Heavy-Duty Drill for operat- 
ing Valve Seat Grinding Stones, 
Carbon Brushes, etc. 

Complete with cable, plug and 
three-jaw geared chuck. 


Capacity in steel.............. Oto 4” 
No load speed.......... 2,000 R. P. M. 
Net weight........0... 5 toscana nit 5 Ibs. 


Price, all voltages. ............. 
Three-wire cable permitting ground 
CONDECHON ... . scorn erarerre bie Extra 


Furnished for 32, 110, 220 or 250 volts. 


“With the Pistol Grip and 


1/,” Standard Ball- 
Bearing Electric Drill 


14,’’ Drill for continuous serv- 

A ice on production work. 

Light in weight and very 

easy to handle, but exceptionally 
powerful and durable. 

This is the drill which thousands 
of the most exacting manufactur- 
ing plants have specified for their 
production drilling. 

It is equipped with ball bearings 
on the armature shaft, has ball 
thrust bearing on spindle, and is 
designed to be used day in and 
day out without overheating. 

Complete with cable, plug and 
Ettco Three-Jaw Keyless Chuck. 


Capacity in steel...........05- Oto 4” 
No load speed.......%.. 2,000 R. P. M. 
Net weights... cause sais acaawine ss 6 Ibs. 


Pricé,:all Voltages)... ii. as snes 
Three-wire cable permitting ground 
COMNECHON... 5456 5 sie cs sree Extra 


. (Grinding Outht: «5 sissies as Extra 


No. 4 Bench Drill Stand for this 
Cte cd Aunts avrg emacs & Extra 


Furnished for 32, 110, 220 or 250 volts. 


Trigger Switch” 


1/,” Heavy-Duty Ball- 
Bearing Electric Drill 


HE most powerful 14” Elec- 
tric Drill ever offered. De- 
signed for continuous work 
under the most severe conditions. 

It is of heavier construction 
throughout than the 14”’ Standard 
and weighs about one pound 
more. 

Particularly recommended for 
operating Black & Decker Valve 
Seat Grinding Stones and Carbon 
Removing Brushes. 

Complete with cablé, plug and 
Ettco Three-Jaw Keyless Chuck. 


Capacity inisteel .:... cr <i’ een Oto 4” 
No load speed.......... 2,500 R. P. M. 
Net weight... 50407 an sneeters 714 Ibs. 


COMMECHION....'...5. a eis Sys xtra 
Special speed of 3,000 R. P. M., 

: Extra 

Grinding Outfit ........... Extra 


No. 5 Bench Drill Stand for this 


Furnished for 32, 110, 220 or 250 volts. 


ALL THESE ELECTRIC DRILLS HAVE UNIVERSAL MOTORS AND WILL OPERATE ON 
EITHER DIRECT OR ALTERNATING CURRENT. 


SS eS ee. 


5/ g” Standard 
Ball-Bearing Electric 
Drill 


N exceptionally husky tool 
for continuous production 
drilling. 

Has proved itself over a period 
of years of gruelling service in 
body building and general manu- 
facturing. 

This is the standard 9%” drill 
used by industrials, woodworkers 
and body builders. Very power- 
ful, light in weight and extremely 
popular due to its high efficiency 
and long life. 

Complete with cable, plug and 
Ettco Three-Jaw Keyless Chuck. 


apacityunistéel. .s...2.5... 0 to 4%’ 
Wovloadapeed.:.......... 1400 R. P. M. 
INCE WEIRRU es eee eee 71% Ibs. 


Price, all voltages.............. 
Special speed of 1800 R. P. M., 


Be cetoad «Gass as 36% 5 Extra 
Three-wire cable, permitting 
ground connection....... Extra 


No. 5 Bench Drill Stand for this 


Furnished for 32, 110, 220 or 250 volts. 


5/16’ ’ Standard 


5/ ” Z 
16 Heavy Duty 
Ball-Bearing Electric 
Drill 
Heavy-Duty %%” Drill with 
a no load speed of 1,300 
R. P. M. and weight of 
101% pounds. 
General design differs from the 
standard 3%’’ to provide a com- 


bination spade handle and breast 
plate in addition to ‘‘The Pistol 


Grip and Trigger Switch.” 


Tremendous power and strength 
for production drilling. 

Built to meet the requirements 
of certain classes of body building. 

Complete with cable, plug and 
Ettco Three-Jaw Keyless Chuck. 


Capacity in steel. ............ 0 to 46” 
No load speed. ......... 1300 R. P. M. 
Net weight... 2.0 csde88 meas 1014 lbs. 


Price, all voltages... -..cs.02: 

Special speeds of 1800 and 2200 
RPMs 6g cect ee oer Extra 

Three-wire cable, permitting 
ground connection....... Extra 


Furnished for 32, 110, 220 or 250 volts. 


a 


34’ Drill 


“With the Pistol Grip and 


Trigger Switch” 


3 ” 

Vg 
Ball-Bearing Electric 
Drill 

HE next size production 

drill is the 34’’. Widely used 

for general manufacturing 
service. 

This drill as well as all larger 
sizes is provided with combina- 
tion spade handle and breast plate 
in addition to ‘‘The Pistol Grip 
and Trigger Switch.” 


Complete with cable, plug and 
three-jaw geared chuck. Holder 
for chuck key is provided in the 
spade handle. 


Capacity in steel.............. 0 to 34” 
No load speed.....::6:86 sss 900 R. P. M. 
IN Ga 0 2 ey eae 12 Ibs. 


Price, all voltages. ............. 
Special speed of 1500 R. P. M. 


peepee 266 se os sha a Gren es Extra 
Three-wire cable, permitting 
ground connection....... Extra 


Bench Drill Stand to fit this drill 
Post DrlStand.... 6... eset ye niecerde 


Furnished for 32, 110, 220 or 250 volts. 


ALL THESE ELECTRIC DRILLS HAVE UNIVERSAL MOTORS AND WILL OPERATE ON 
EITHER DIRECT OR ALTERNATING CURRENT. 
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“With the Pistol Grip and Trigger Switch” 


1/,” Special Electric 
Drill 


HIS is the famous 14” Special Electric Drill 

which is so universally popular for general 

shop work and maintenance. It is interesting 
to know that there are more Black & Decker 14’ 
Specials in use than any other drill of any size. 

It is an exceptionally powerful tool with a low 
spindle speed, which makes it. ideal for use with 
carbon steel drill bits. 

Designed for intermittent service and has proved 
an ideal tool for garages and service stations as well 
as for millwrights and electricians. 

Complete with cable, plug and three-jaw geared 
chuck. Chuck-key holder provided in handle. 


PAPACIEY UNISECEL 3 csa0s.cee oe eres 52S ER OE ES EEA Oto 4” 
ING TORU SHEER. 655 isis ds err ces » anne wtmene ao wae oe 475 R. P. M. 
Mets weteats ts z aw tos nese 62 ets cael) ve wun oe eas oe meters 15 lbs. 


Price, GU Voltages watson oc awene 2g 509 2 ean 15 OH Fe RR Od 


Three-wire cable permitting ground connection. .Extra 
Bench Drill Stand to fit this drill 
Post Drill Stand 


Furnished for 32, 110, 220 or 250 volts. 


1/,” Heavy-Duty Ball-Bearing 
Electric Drill 


POWERFUL Heavy-Duty 14” Drill with 600 
R. P. M. chuck speed. Motor develops 
more than 14 horse power. Designed for 
continuous production work. 
Is particularly adapted for heavy work. 
Triple gear reduction is used instead of double 
as in the 14” Special. ; 
Substantial, durable, powerful but light in weight 
and easy to handle. 
Complete with cable, plug, and three-jaw geared 
chuck with holder for chuck key in the spade 
handle. 


GCaDACIEY, ST SICEl opis cis cine cued 6 hes tpn ee 0 to 4” 
INO: load SHER css 2 5 sid, 3g ie avd atone wu keane ow Re 600 R. P. M 
Net weight .s.26 nines oy ees Sow 04 satan to oR es Eee ee 21 Ibs. 
Enice; all VOMACER: 5. «ise We orcon so 4 wine ak eere se hme eee 
Special speed of 900 R.P.M................0. Extra 


Three-wire cable permitting ground connection. . Extra 
Bench Drill Stand to fit this drill 
Post Drill Stand 


Furnished for 32, 110, 220 or 250 volts. 


THESE ELECTRIC DRILLS HAVE UNIVERSAL MOTORS AND WILL OPERATE ON 
EITHER DIRECT OR ALTERNATING CURRENT. 


—- 
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“With the Pistol Grip and 


Trigger Switch” 


3/2” Special Ball-Bearing 
Electric Drill 


UR experience, and our clcse touch with the 

garage trade, indicated clearly the need for 

a Portable Electric Drill having certain char- 

acteristics not available in any tools on the market, 
prior to the Black & Decker 54” Special. 

This is the general purpose “teal of the line. It 
has tremendous power—is exceptionally light in 
weight. It is designed to use satisfactorily either 
carbon steel- or high-speed steel bits. Over-all 
length has been reduced to a minimum, making it 
easier to drill in close quarters. 
provided with holder for chuck key, so that key is 
always with drill. 

This drill has been designed to be used for cylin- 
der honing with spring expanded hones. For pos- 
itive set hones the 94’’ Heavy-Duty Drill shown 
opposite is recommended. 

Complete with three-jaw geared chuck and chuck 
key holder in handle. 


PapaGtby An Stee <.ices iden «4:0 wae! es xwre vow vane Da weaned 3@'’ to 54” 
ING GAG ISDCEOW 56.55 Gie.5 aunre sa mea cmede mee 8 400 R. P. M. 
Nee eID H En ws 5 20 tec apc os aie en Es ee ST ENO a Go 1714 lbs. 


PTICes IO VONAGE. acc soak 3 es 24S es 844 EDS OE Eee we wD 
Three-wire cable, permitting ground connection. .Extra 
Bench Drill Stand for this drill.................0005 
POM EIEN GSS ERENCE ccswans- 1 cps s6vicrind 1/8 tinar aianienamas aoa-sivenee ocaneneser dye 


Furnished for 32, 110, 220 or 250 volts 


Breast plate is - 


err 


ie Heavy-Duty Ball-Bearing 
Electric Drill 


POWERFUL, slow-speed drill for heavy-duty 

work. It will readily drill holes up to 5%” 

diameter in the toughest steel, making it an 

ideal tool for maintenance work. Widely used for 
constant service on mass production. 

Very popular among manufacturers of heavy 
machinery of all kinds. 

On account of its tremendous power it is the ideal 
drill for driving cylinder grinders and hones. It is 
particularly adapted for positive 
set cylinder grinders and hones 
which require unusual power to 
drive them. 

Complete with cable, plug, 
detachable side handle and three- 
jaw geared chuck. Chuck-key 
holder is in spade handle. 


Capacity in steel.......... 5G!’ to 54” 
No load speed .......... 475 R. P. M. 
Net: weight: « acs sss aa wiite 0-6 arene 22 Ibs. 
Price, all voltages............. 
Special speeds of 600 or 
GOOLE: INE is issasinie eects Extra 
Three-wire cable, permitting 
ground connection..... Extra 
Bench Drill Stand for this drill . 
Post Drill Stand iiss sss sco0 ee Showing how holders 


for chuck key are pro- 
vided in the spade han- 
Furnished for 32,110, 220 or 250 volts dle of the drill itself. 


THESE ELECTRIC DRILLS HAVE UNIVERSAL MOTORS AND WILL OPERATE ON 
EITHER DIRECT OR ALTERNATING CURRENT. 


. 


“With the Pistol Grip and Trigger Switch” 


| %6” Ball-Bearing Electric Drill 


Drill Bits. A continuous duty tool built for 
heavy use and abuse. The armature is 
mounted on ball bearings and the spindle is driven 
through a triple-reduction chain of heat-treated 
gears. Spindle provided with ball thrust bearing. 
This drill has No. 1 Morse Taper Socket, in the 
form of a removable sleeve, secured in the drill 
spindle by means of a large knurled nut, making 
socket easily removable from spindle. Drill shank 
protrudes slightly beyond end of taper socket and 
light tap on end frees it from socket. 
Can be used with straight-shank bits by using 
No. 1 Morse Taper Arbor fitted with 14” chuck. 
Supplied with cable and attachment plug, and 
detachable side handle. 


Fe use in shops equipped with Taper Shank 


Mapacity 1 BEE) yey as bs ok odea ds Denia sam seek wd lg’ to %"" 
Novioad speed :.c42 2005 sa saa se eazy smaksanahy 600 R. P.M. 
Net WEIghE «2.6 wcec cscs dered Mineo 2 Pe cack 4,5 tacian © Ranate 21 Ibs. 


PNICS; All: WOLEA BES: oy 5 saat 5. lease Shes wads) ae nea) e ienaey acd ener 
Spindle Sleeve for short taper shank drills............ 
Three-wire cable, permitting ground connection. .Extra 
Bench Drill Stand for this drill..................... 
Post Drill Stand). sos 5 gee d's as caries 3 ara Bare ea awe 


Furnished for 32, 110, 220 or 250 volts. 


7/g” Ball-Bearing Electric Drill 


ESIGNED for Taper Shank Drill Bits and 
D for Taper Shank Reamers. A powerful slow- 
speed tool for heavy drilling and light ream- 
ing. The No. 2 Morse Taper Socket, in the form of 
a removable sleeve, is secured in the drill spindle by 
means of a large knurled nut, making socket easily 
removable from spindle. Drill shank protrudes 
slightly beyond end of taper socket and light tap 
on end frees it from socket. 

Can be used with No. 1 Morse Taper Shank Bits 
by using No. 1 to 2 Morse Taper Sleeve, or can be 
used with straight-shank bits by using No. 2 Morse 
Taper Arbor fitted with 5” chuck. 

Supplied with cable and attachment plug, and 
detachable side handle. 


Drilling capacity in steel... .............0..0000. Ye"’ to 14” 
Reaming capacity in steel............. 000050005 lig’ to 46’ 
Norload speed). iavc% «ace Aumnato ts sian od Ronse amine 350 R. P. M. 
INGE WETBISG iar 2:5 ccitss xi sw cares buster Sard aeaitecw uss Oe deen eee 25 Ibs. 
‘Pricey all voltages. <<. sa6isicaskswass gets d wena 
Special speed of S00 RR. Pe Miia os ise. sot esd ds comnts Extra 


Spindle Sleeve for short taper shank drills........... 
Three-wire cable, permitting ground connection. .Extra 
Bench. Drill Stand for'this rill... 5.000506 oscs.6 6 enews oa ote 
PGB ETL SAI in sw ssastion-d evniored cons S a6 wtieste ad epee enens 


Furnished for 32, 110, 220 or 250 volts. 


THESE ELECTRIC DRILLS HAVE UNIVERSAL MOTORS AND WILL OPERATE ON 
EITHER DIRECT OR ALTERNATING CURRENT. 


Universal Motor— 
Operates on Alternating 
or Direct Current 


Nos. 8 and 81 Ball-Bearing 
Electric Drills _ 


ERY powerful tools for heavy drilling and 
reaming. They are ideal for use wherever 


reaming is required in steel plate work. Are 
also used extensively for boring large holes in wood, 


as in trestle and dock construction, etc. 

The No. 4 Morse Taper Socket is in a removable sleeve, 
which is held in the drill spindle by means of a large knurled 
nut. Tang of drill bit protrudes slightly beyond the end of the 
sleeve, and by removing sleeve holding drill bit, the drill bit 
can be easily removed from the sleeve by a tap on protruding 
end of drill bit tang. 

‘Standard equipment includes spade handle, No. 4 Morse 
taper socket for taper shank drill bits from %'’ to 114”, 
15 feet of duplex electric cable, separable attachment plug, 
and detachable side handle. 


REA DACIEY ITISCOEN,. atieo. oid jrpenn/a:s snaim o's ansuela, dievaiai ale 594’ to 114” 
Reaming capacity in steel...............2.0005 3464" to 1546 
Capacity in hardwood Toi aie: d oie sece coe anaes erases Up to 4” 
Banacity COA cis as snsgress sags scngg nd seme ss wanes Up to 2” 
Mo doad speed sacs 5 sas Ka acd cog bw ses nese ewes 350 R. P. M. 
DIGG WEIGECr yc sGits snus b Fad e8 be 143 RHETT EES Oni Se 66 Ibs. 
No. 8, Price, all voltages......................4.. 
Special speeds of 500 or 700 R. P. M.......... Extra 
Spindle Sleeve for short taper shank drills... .. Extra 

' Equipped with reversing switch.............. Extra 


No. 81, Same as No. 8 except spindle speed which 
BS ZOO Ra CIS 35 cornesacaintts $4 saGGRieNaTReiieee 


See ee Ds 


1 Post Drill 
Stand 


Heavy-Duty Post and Bench Drill 
Stands for Black & Decker 
Portable Electric Drills 


RACKET carrying drill can be raised or 
lowered or swung around on vertical column 
and is secured in any desired position by 

means of split collar and clamping screw. 


No. 1 Post and Bench Drill Stands 


Takes all sizes Black & Decker Portable Electric Drills 
from 3¢"’ to 1%" inclusive, which can be quickly and easily 
attached and detached. These stands furnished with adapter 
for 54’’ Special Electric Drill, unless otherwise specified. 


Nos. 4 and 5 Bench Drill Stands 


No. 4 Bench Drill Stand for 14’’ Light Duty and 14” 
Standard Drills, No. 1 Screw Driver and No. 1 
STAR ION ips sccins oidarcoxehid so sosaitc.s @ iouakRSe gene bes conte. de upllotipue wivenda-a 94 

No. 5 Bench Drill Stand for 14’’ Heavy Duty and 5%’ 
Standard Drills, No. 2 Screw Driver and No. 2 
Tapperssismvdss cee k agrees nae anmins sued sages ¥S 


*‘With the Pistol Grip and 


Z 


Trigger Switch” 


Nos. 1 and 2 


Portable Electric Tappers 


HESE machines are designed for tapping 

threads in steel, cast iron, brass or aluminum 

at a much greater speed than is possible by 
hand. The three-jaw geared tap chuck automatic- 
ally reverses and backs the tap out of the threaded 
hole at double speed when operator gives a back- 
ward ‘pull on the machine. No reversing switch is 
needed. The use of these machines will reduce your 
tap breakage. 

These Portable Electric Tappers are similar in 
design and construction to the Black & Decker 
Electric Drills. Ball bearings are used on the arma- 
ture shaft and all gears and clutch are made out 
of special steel carefully heat-treated. 


No. 1 No. 2 
Capacity in cast iron........ | De tap * 36’ tap 
Capacity in steel.............. 3%/’ tap 4"' tap 
Capacity in brass or aluminum... 3’’ tap 44" tap 
No load SHEER. 6 jocess sa averse wgcartee 500 R. P.M. 300R. P.M. 
Net weight, 5.05 aences pac aseces 71% Ibs. 914 lbs. 


Price, all Volta gesin oo 6s cmen ne ares 
Three-wire cable permitting ground connection. .Extra 


Furnished for 32, 110, 220 or 250 volts. 


SPECIAL SPEEDS 


No. 1, with special speed of 700 R. P. M...... Extra 
No. 2, with special spindle speeds of 500 or 700 
ARS Pa Mbsas nan cis weil ¥ Gin 8 ae’ amas wee Extra 


BENCH STANDS 


No. 4 Bench Stand for No. 1 Tapper................ 
No. 5 Bench Stand for No. 2 Tapper................ 


THESE TAPPERS HAVE UNIVERSAL MOTORS AND WILL OPERATE ON 
EITHER DIRECT OR ALTERNATING CURRENT. 


No. 1 Screw Driver and 


Socket Wrench 


POWERFUL ball-bearing portable electric motor-driven 

tool for driving screws and nuts. Similar in practically 

all respects to the Black & Decker Portable Electric 

Drills, except that spindle is provided with positive clutch 
which releases when forward pressure on tool is relieved. 

This machine is capable of driving a No. 12 wood screw 

2 inches long in hardwood. This capacity contemplates the 

use of proper size lead holes. 


Complete with 15 feet of duplex electric cable with attachment 
plug and No. 8 and No. 12 flat bits, with centering sleeves. 


No load speed..... a Shines sala Siatoeaasie ia auanas Gleveue 500 R. P. M. 
MCT L irae Lay epiraca easnene uepanrw vs AN bes aes Groner ona rars neeat’s 7 \|bs. 
PLIGG sce), VOLEAR OS 6 craveser's ioneren s- 0:1 saya ¥-wciansisir 6 ennten 8 oidanani 3 ave 
Special speeds of 700 or 1,000 R. P.M......... Extra 
IREVErSIN EG SWIECHS pes ns 3 wuss 6 emia 9 7 Ne & Byars 24 aeOA Extra 
Three-wire cable permitting ground connection. .Extra 
No. 4 Bench Stand for this tool.............05- Extra 


No. 2 Screw Driver and Socket Wrench 


This machine is similar to the No. 1 in design and appear- 
ance, although heavier and more powerful. Ball bearing. The 
No. 2 will drive wood screws up. to No. 16 by 314” long, lag 
screws up to 56’ by 4’’ long, and nuts or bolts up to 34” in 
diameter. When equipped with a reversing switch, it is an 
ideal tool for tightening up or loosening nuts in the installation 
and adjustment of various types of shock absorbers and 
snubbers. 


Complete with 15 feet of duplex electric cable, with attachment 
plug, and No. 10 and No. 14 flat bits with centering sleeves. 


No load speed....... Bb Sera bg URS WRITS fatanaveos: 500 R. P. M. 
BES Ce OTG LS Clay sy ais 5 furs 5 ayaa! 9 laodil i'n Uevnhalea (oustur’soonte’ aa ieee 9 Ibs. 
ACO LL WOMER OS ier oceisun sonar s eTaVais 5 Kav Ai.ai-0vs racar'v brands Pease 
Special speeds of 350, 700, 1000 and 1600 R.P.M. Extra 
IREVetSINBIOWICCD!, cuca 2 ccunxs sanity cesraess ereos wh Extra 
Three-wire cable permitting ground connection. . Extra 
No. 5 Bench Stand for this tool... ..........0000005 


Both No. 1 and No. 2 furnished for 32, 110, 220 or 250 volts. 


No. 3 Screw Driver and 


Socket Wrench 


IS is also a ball-bearing machine equipped with a posi- 
tive clutch which automatically disengages when the 
forward pressure on the tool is relieved. The No. 3 will 

drive wood screws up to No. 20 by 4” long, lag screws 3¢’’ by 
414" long, and nuts or bolts up to 14’’ diameter. 

Complete with 15 feet of duplex electric cable with attachment 
plug, combination spade handle and breast plate, side handle and 
one hexagon socket wrench with renewable head to accommodate 
nuts measuring 1%” across flats. 


INo load speed + « & scaisis ¢ sme sees eanies state e~a00 IRs Pi Ms, 
Ne WEIRHE 3:5 5 5.6 sssva ee ome s <Kmie ds Said e fins) Bs sendhal sd. ened GL LEM 
PEGE AU VOMEACES oe 9. elann: sa. ayein.d SS tan iiss Wea ner ela seneasieevs ike 
Special speeds of 350, 700.or 900 R. P. M....... Extra 
Reversing Switehiy ease insn nes em ecertess Seed aie Extra 


Stud Setting Chuck, 0 to 14’’. Specify Size.......... 
Three-wire cable permitting ground connection. .Extra 


No. 4 Screw Driver and Socket Wrench 


This machine is similar to the No. 3 in design and appear- 
ance although much more powerful and heavier. Ball bearing. 
The No. 4 will drive lag screws up to 14” by 514” long, and 
nuts or bolts up to 34’ diameter. 

Complete with 15 feet of duplex electric cable with attachment 
plug, combination spade handle and breast plate, side handle and 
one hexagon socket wrench with renewable head to accommodate 
nuts measuring 1)” across flats. 


No load speed........... id GIRS 6 Be aos tam ésen000 R; Ps Mi, 
INGE WEISDE asic aia c siais o% Suaceie § seaia es SARIS Aiauiuinlguelonspanocesas 27 Ibs. 
WEICE, AN VOM SES 5s canes so iepnnticc ie Sieh chee cavane dap reree's co anane 4.6 

Special speeds of 700 or 900 R. P. M........... Extra 


No. 41 same as No..4, except spindle speed which is 
350 R. P.M. 


Price, all voltages.......... A Sicbnn 3s StsieS 6 RTS Kaas: oF 

Special speed. of 110 R. P.M. . 20... ccencsevces Extra 
Stud Setting Chuck, 14” to 34". Specify size........ 
Three-wire cable permitting ground connection. . Extra 
Reversing Switch.......... ee re ee Extra 


Nos. 3, 4 and 41 furnished for 32, 110, 220 or 250 volts. 


THESE TOOLS HAVE UNIVERSAL MOTORS AND WILL OPERATE ON 
EITHER DIRECT OR ALTERNATING CURRENT. 


Screw Driver Bits 


a 


BR a 


VILL a Dr 


a 


OMA 


KA 


Fig | Fig.z2 Fig.3 


The Bits illustrated above are interchangeable on Black & Decker 
, Nos. 1, 2 and 3 Electric Screw Drivers 


Each Each 


Fig. Bit with Centering Sleeves ososs saps aca y a nme ox Aeines wad ee tw Se RESTS 


Fig: 2: Bitwithout:Centering Sleeveiic sag oa ccaad gaits of pw cia wah es owed ewe etew 

These bits project 214’ from chuck, and can be secured in sizes 4, 6, 8, 10, 12, 14, 16, 18 
and 20 to drive Flat Head Screws of corresponding sizes in either wood or metal. For Round 
Head Screws (not recommended for metal) use one size smaller. 


Short Bits, projecting 1’’ from chuck. ... 2.0... 0.000. c ccc eee eee 
Same sizes as above. Cannot be furnished with Centering Sleeves. 


Long Bits, projecting 4’’, 6’’ or 8’’ from chuck, with Centering Sleeve......... 


Long’ Bits without Centering: Sleeve’. oc5 is nce sic ness aaiay eee dsy Sane ema deee 
Same sizes as above. 


Fig. 3 Blade Type Bit, with Centering Sleeve, for Round Head Screws........ 


Fig. 4 Blade Type Bit, without Centering Sleeve, for Round Head Screws..... 


©5'\"These-bits project 2 14’’ from chuck, and can be secured in sizes 4, 6, 8, 10, 12, 14 and 16, 
to drive Round Head Screws of corresponding sizes, in wood or metal. 


Fig. 7 


In Lots 
- Each of 25, In Lots 
Fig. 5 Socket Type Bit for Small Round Head Each Each of 25, 
SCREWS we savirs  inaclpe al-nsa Sis teen Ra RRS orm Sates Fig. 7 Screw Driver Bit Extensions, 8’’, 10’ Each 
These bits project 214’ from chuck and can be or 12” NOG: civara, a a tocnes + oeps pas Bere 1 Gaeheee 
secured in sizes 4, 6, 8 and 10 to drive Round Head 14”, 16"; 20" or 24? long scccscs «x soma az arenas 
Screws’ of corresponding aizes in wood. : The Screw Driver Bit Extension makes it possible 
Fig. 6 Socket Type Bit for Fillister Head to drive screws or nuts in out-of-the-way places that 
Scr . would otherwise be inaccessible. One end of this 
EWS..... § ERAS Sb Gls S Gtees to 4 ens Bearing 8 extension is made to fit the chuck of the No. 1, 2 and 
These bits project 214’’ from chuck and can be 3 Screw Drivers and on the other end is a chuck to 
secured in sizes 4, 6, 8, 10, 12 and 14 to drive Fillister accommodate standard screw driver bits and socket 


Head Screws of corresponding sizes. wrenches, 


Socket Wrenches 


For Black & Decker Electric Screw Drivers 


Prices of Socket Wrenches 


Hexagon and Square, 14”’ to 96"... eee eee ee 


Hexagon and Square, 1%'’ to 34”... 6... cece ee eee eee 
Hexagon and Square} Be £6 Ws cama tome ge mentee 


Extra Length Socket Wrenches 
Where standard length cannot be used, extra length sockets 
can be furnished in following lengths: 
4’’, 6’, 8’, 10’, 12’"—For Hex or Square Nuts, 
AOU RE sc EACH. «5 iena extn renere daiesank CRRA EES WH EO 6 Be 
4’, 6’, 8’, 10’, 12’—For Hex or Square Nuts, 
Krone gg to TRACE goose 6 i rece: Sot ui G6 ev suet 
4’’, 6’, 8’, 10’, 12’’—For Hex or Square Nuts, 
fromre’ Sto Ws. Wath s : xia vd auce ce es oe pore ea auras és 
14’’, 16’, 20’, 24’’.—For Hex or Square Nuts, 
from 92" €o/ 074. ~ ahs. exe 6s sine ds nor onda PF ERIS 
14’’, 16’’, 20’, 24’’—For Hex or Square Nuts, 
from tle" to 84" Hach. . ocua sais scam ne awiensinae 
14”, 16”, 20’, 24’’—For Hex or Square Nuts, 
from 6 tO 0"; Bath... scccsmresmes comes awe’ 
Prices for larger sizes, longer shanks and special designs on 
application. 


In Ordering be Sure to Specify Dimension 
Across Flats of Nut 


Electric Screw Driver 


and Socket Wrench 


Attachments 


iy Stud Setters 


For driving Hand Rail Screws and Studs up to 34’’ diame- 
ter. Pressure upon Electric Screw Driver closes jaws around 
threads on upper end of studs or hand rail screws. Stud Setter. 
projects 334” from chuck and has diameter of 114’’ through 
the body. 


When ordering be sure to specify size of screw or stud and 
number of threads per inch. Wherever possible send sample 
of stud or screw to be driven. Can be furnished for hand rail 
screws or studs of different diameters and number of threads 
per inch at same price. 


Cat. No. 5792. 0” to 14/’—For Nos. 1, 2 and 3 Screw 
PIG EB 6-0 wyars- adie 6 weed ni Scones o-atoenein Sees Syne ene RMD 


Cat. No. 5926. 14” to 34’’_—For Nos. 4 and 41 Screw 
DOPIVOS os st 5 6 wie saree, 2 5 wie oe wR 4 Waterers 4 eae 8 


BE SURE TO SPECIFY SIZE AND TYPE 
LETTER OF BLACK & DECKER ELEC- 


TRIC SCREW DRIVER WITH WHICH 
SOCKET WRENCHES OR STUD SETTER 
IS TO BE USED. 


wide adaptability of the Black & Decker 
Radial Arm. This Radial Arm is furnished 

with heavy brackets that bolt or clamp to wall or 
post, and these brackets support a large steel column 
which carries the Arm. The Arm has a vertical 
adjustment up and down the column of 24’, and 
the Arm itself will swing through an arc of 180°. 
The distance on centers from the column to the 
center of bearing carrying bracket is 22’. The 
bracket is so designed as to take adapter blocks for 
any Black & Decker Electric Drill, ranging in size 
from 3%” to 1%” inclusive, and No. 3, No. 4 and 
No. 41 Electric Screw Drivers or Socket Wrenches. 
The bracket has a vertical travel of 334’ and is 
operated by a hand lever with a 5-1 ratio. The dis- 
tance from center of bracket bearings in Arm to 
center of spindle of tool used is 14’’, and this 
bracket has an angular adjustment of 245°. This 
means that any area within radii from 19” to 36” 
from the point where Radial Arm is attached to the 
wall can be quickly and conveniently reached. The 
weight of the Radial Arm is carried by ball thrust 


Te above illustration shows at a glance the 
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Radial Arm 


bearing on the column, which makes it very easy 
to swing into any desired position, and makes. it 
very easy to center the tool. 

The Radial Arm is particularly adaptable to 
chain production methods, as it relieves the operator 
of carrying the weight of the electric tool, takes all 
the torque of the electric tool from the operator,. 
and has an operating range so wide as to enable the 
operator to either get ahead of the chain production 
or make up any loss in time due to emergencies. 
This is made possible by the fact that the Radial 
Arm gives an effective operating area from four to 
six feet along a production line. This Radial Arm 
is particularly adapted for setting studs when used 
in connection with stud setter driven by Black & 
Decker No. 4 Electric Socket Wrench. Also for 
driving nuts, cap screws, bolts, or for heavy drilling 
of a nature generally taken care of by Radial Drill 
Presses. 


Weight. :o ccconisedtcacmmyestattecumete cm ezames 180 Ibs. 


In ordering be sure to specify type and size of electric tool 
to be used so that the right adapter will be supplied on bracket. 


—_ 


_ No. 1 Valve Grinder sa 
No. 2 Valve Grinder 


“With the Pistol Grip and 
Trigger Switch” 


Portable Electric Valve 


Grinders 


ANUFACTURED in two sizes: The No. 1 
is used generally in garages, service sta- 
tions and in many production plants. The 

No. 2, which is a larger, more powerful and much 
faster machine, is designed for use on exceptionally 
large, heavy valves and for production work. 

It embodies the same rugged construction as the 
drills, is air cooled and can be operated continu- 
ously without overheating. 

The spindle oscillates back and forth with a long, 
steady sweep similar to the motion used in grinding 
by hand, but very much faster. 

Electric Valve Grinder is complete with duplex electric 


cable, separable attachment plug, detachable bits, box 
of grinding compound and Iift spring. 


No.1 No.2 


INCE WISE ac og sianara 86 tatow, gs erasers ie anere's ners © 6 lbs. 10 lbs. 
Price, all voltages ..cs .sccws comes swe eae 


Lectroflater 
Weight 44 lbs. 


5 


Lectroflater Electric Air 
Compressor 


HESE outfits are complete in every detail and 

ready torun as soon as uncrated. You merely 

screw attachment plug into nearest electric 
light socket and turn the switch. 

Capacity 2 cubic feet of free air per minute— 
maximum pressure 150 pounds. Inflates 34x 4” 
tire from zero to 70 pounds in 134 minutes. 

A low priced air compressor for the smaller garage and tire 
shop where the service is intermittent. Ideal for private 
garages and for storage garages where cars are kept on several 
floors. In such cases a Lectroflater is installed on each floor 
providing independent units and saving the cost of piping 
from one large compressor. 

Motor, gears and compressor are grease lubricated through: 
out, no oil being used. 

Complete with switch, 15 feet duplex electric cable, 
separable attachment plug, large accurate pressure 
Sauge, 20 feet of hose and tire connector. 


Price, all voltages... 2.2.2.0 0 00: e cece e ee ee cence 
Mounted on Three-Wheel Carriage. .........-- Extra 


BOTH THESE MACHINES HAVE UNIVERSAL MOTORS AND WILL OPERATE ON 
EITHER DIRECT OR ALTERNATING CURRENT. 
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1 


for Grinding Ualves and 
Cleaning Carbon 


 § Steps 


Clean Carbon. Black & Decker Carbon Removing 
Brushes revolving at high speed in the chuck of a Black & 


Decker 14” Heavy-Duty Electric Drill quickly and easily 


remove all carbon, leaving a burnished surface which does 
not readily collect carbon. ; 


Clean Valve Guides. Black & Decker Valve Guide 
Cleaner rapidly rotated by the Black & Decker 14” 
Heavy-Duty Electric Drill removes carbonized oil deposit 
from the guides, leaving a burnished surface. 


Reface Valve Seats. Black & Decker Valve Seat 
Grinding Stones, driven by the Black & Decker 14” 
Heavy-Duty Electric Drill, reface the valve seats so 
accurately that ‘‘lapping”’ is unnecessary, providing the 
valve itself is refaced accurately. These stones may be 
trued on the Black & Decker Electric Valve Refacer. 


Reface Valves. The New Black & Decker No. 45 
Electric Valve Refacer is the surest way to 
reface valves. It is permanently set at a 45-degree angle, 
this being the angle used for valves on practically all cars, 
trucks and buses today. 


Test Each Valve. After the valve and seat have been 
refaced the valve is dropped in its seat in the block. Valve 
spring is not used. The cup of the Tester is placed over 
the valve and held firmly with one hand and air pressure 
is pumped up by means of the rubber bulb. Any leakage 
of air past valve is immediately shown up by hand on 
gauge falling back. If valve is perfectly tight, indicator 
hand will hold steady. 


METHOD 


_ Jer Grinding Valves 


and 
—S San? : Cleaning Carbon 
BLACK & DECKER Ze Soom 2 
METHOD tr “ or a COMPLETE 
to Gi ind Valves “oe a y a EQUIPMENT 


Clean Carbon eee 


Complete Equipment, 


No. 45 Valve Refacer........ cece cme cccnecreneees 
(Universal! Henge Rat. ooccod 5 is tai case wien aselle, eve lavern 8 a 
No. 1 Valve Tester 154’ capacity................-. 
No; 2 Valve‘Tester 2” capacitiy, «ss esis saree wrens soo 
No. 3 Valve'Tester for Buick, «2 a6 says 6s. aise 6 6 anavertenis 


Ford-Chevrolet Equipment, 


Noi 45! Valve TReface tive: ti ceicrosi aa dirern some sam tn dv wars 
Ford-Chevrolet Engine Kit. .........0....00 eee eee 
Nos 1 Valve Tester’. 3 ssc sis a's 9 aus 2.0% stapes teens sa Sater 


This is the complete equipment for grinding valves and 
cleaning carbon by the “Black & Decker Method.” It places 
this service operation on a basis that shows real flat rate profits 
and the final test before assembly insures uniform quality of 
work never before obtainable. 


Outdoor Metal Sign 


Every garage and service station owning the complete 
“Black & Decker Method” equipment is entitled to one of 
the very attractive and elaborate outdoor metal service 
signs and bracket to designate the establishment as a shop 
adequately equipped to do valve grinding and carbon cleaning 
in the most modern and efficient way. The ‘‘Black & Decker 
Method” is being aggressively advertised to the car-owning 
public and the above service sign on the outside of any auto- 
motive establishment will be a real business getter. As stated 
above, only garages and service stations that have a complete 
equipment for the ‘‘Black & Decker Method”’ as illustrated 
above are eligible for this sign. 


uieaseiganhipatastincinspenitipttine Ss PON, 
: oo x of ct )) 


No. 45 Electric Valve Refacer 


Set Permanently to Grind a 45° Face 


HIS machine is equipped with two Universal 
motors which will operate from either direct 
current or alternating current of 25 to 60 
cycles.. A specially designed valve refacer three- 
jaw geared chuck is used to hold the valve while 


being refaced. The work head is permanently set Cast Iron Base 
at a 45° angle to the grinding wheel, as practically Extra 
all car, truck and bus engines now use 45° valves. i 
x : : This Valve Refacer 
Automatic adjustments are provided to compen- is a precision tool and 
sate for any wear on the dove-tail slides and on the should be ame a 
chuck spindle. Not necessary to make any adjust- cc reac . a 
ments by hand. mount it upon the in- 
; . : . dependent base as illus- 
Standard equipment includes Diamond Truing trated. Base is ar- 
Attachment for refacing valve seat grinding stones, ranged with tool shelf 


S . rage dalsot fe Ives. 
truing attachment for refacing grinding wheel, ee er ae 


V-block for grinding ends of valve stems, electric 
cable and attachment plug. 


PEACE; 01 VOM DOS,, .soicrcts's ented dliie ove sipene: ole Musee © sarcts 04 ‘ 


Furnished for 32, 110, 220 or 250 volts. 


THIS REFACER HAS UNIVERSAL MOTORS AND WILL OPERATE ON EITHER 
DIRECT OR ALTERNATING CURRENT. 


—- 
a ——— a = — 
) pesmi: cexcomiy TAIT APARATO 


mas Page 16 


{/ 


No. 90 Electric Valve Refacer 


Will Reface Valves at Any Angle from 0° to 90° 


a heavy-duty machine with an adjustable 
work head permitting the refacing of poppet 
valves at any required angle. - 

A specially designed collet holds the valve firmly 
in the same position as in the engine block. This 
insures the valve being ground in true relation to 
the valve seat in the block. 

Two individual motors drive the Black & Decker 
No. 90 Electric Valve Refacer—one driving the 
work head and the other driving the grinding wheel. 
The use of two motors insures steady and abundant 
power to the grinding wheel and work head and 
eliminates many small parts that would otherwise 
have to be used in transmitting power from one 
common motor. This increases the life of the ma- 
chine and insures a better job. Individual switch 
for each motor. o 

Work head and grinding head operate on “V” 
slides and are held tightly to slides by spring clamps. 


Te No. 90 Electric Valve Refacer is strictly 


Both work head and grinding head have three- 
point suspension. Base rests on three points in- 


stead of four points, eliminating possibility of ma- , 
chine teetering which would endanger accuracy. ~ 


The work head is adjustable to any necessary 
angle. 

Equipped with Universal Motors, operating on 
either Alternating or Direct Current of 25 to 60 
cycles. 

Comes complete with three collets, 56’’, 114'’ and 
34" capacities, one truing diamond, V-block at- 
tachment for grinding ends of valve stems, one 


grinding wheel and electric cable with attachment 
“plug. 


Price, all voltages......3 cece eececcecesccsesens 


Additional collets accommodating valve stems . 
pita 824 Gach. 5, 5 5cz.4%4 wears retasere's wary eis wiere eee wo 


PEDESTAL 
F ounting this No. 90 Valve Refacer is the same as 
escribed on opposite page..........---eeee Extra 


THIS REFACER HAS UNIVERSAL MOTORS AND WILL OPERATE ON EITHER 
DIRECT OR ALTERNATING CURRENT. 


eS 


HIGH GRADE Metal Carrying Kit, con- 
taining the new Black & Decker 14’’ Heavy- 
Duty Portable Electric Drill and Attach- 
ments for performing the following operations of 
the ‘Black & Decker Method” of Grinding Valves 
and Cleaning Carbon: 
Cleaning Carbon from Combustion Chamber, 
Cleaning Carbon from Valves, 
i _ , Cleaning Valve Guides, 

Refacing Valve Seats, 

Narrowing Valve Seats. 

The Kit Box is designed to hold the Drill and all 
of the Attachments for these operations, and has 
sufficient additional space for twist drills, wrenches 
and other small tools. 

_ Considerable time will be saved with this Engine 

Kit, due to having all the tools in a handy carrying 

kit to take to the job all at one time, saving run- 
‘ning back and forth. 


for Grinding Valves and Cleaning Carbon by the 
BLACK & DECKER METHOD 


Universal Engine Kit, with 1/’’ Heavy-Duty 


Portable Electric Drill, and 


3 Valve Seat Grinding Stones, 45°, 134’’, 17%’, 2%” 
2 Valve Seat Narrowing Stones, 20°, 134’’, 214”’ 

3 Pilots for Stones, 5%’, 34’’, 1149/’ 

1 Universal Joint for Pilot 

2 Carbon Removing Brushes and Holder 

2 Valve Guide Cleaners, 5%’’, 34’ 

1 4” Wire Wheel Brush and Arbor 

1 Stand for Drill 


Ford-Chevrolet Engine Kit, with 14’’ Heavy- 


Duty Portable Electric Drill, and 


2 Valve Seat Grinding Stones, 45°, 134’ 
Valve Seat Narrowing Stone, 20°, 134’’ 
Pilots for Stones, 3/6’’ 

Universal Joint for Pilot 

Carbon Removing Brushes and Holder 
Valve Guide Cleaner, 5/’’ 

4’’ Wire Wheel Brush and Arbor 

Stand for Drill &. 


ee Oe Si 


VALVE TESTER 


HE Black & Decker Valve Tester proves the 
tightness of the valve grinding job before the 
head is asser&bled. 

The Valve Tester consists of a compression 
chamber, which is held over the valve, a rubber 
gasket forming the seal, and the air being com- 
pressed to ten pounds per square inch with a bulb. 
The slightest leak past the valve causes a decrease 
in pressure which is indicated on the gauge. This 
device is very sensitive and reliable and takes the 


guess out of valve grinding. With this tester, each 
valve as it is ground may be quickly and easily 
tested. 

Quicker and more positive than the Prussian 
Blue Method and will detect imperfections invisible 
to the eye. : 


Cat. No. 1. Valve Tester (for valves up to 154’’ diameter) 
Cat. No. 2. Valve Tester (for valves up to 2’’ diameter) . . 
Cat. No.3. Valve Tester (for Buick Cars) ............. 


(Special Tester, clamping over combustion chamber and test- 
ing both valves at once.) 


Note—See Specification Table on page 22 to determine sizes for various.cars. 


Dressing Wheel for Black & Decker Valve Seat Grinding Stones 


When the Valve Seat Grinding Stone begins to dull, after many seats, it may 
be easily reconditioned by simply chucking it by its pilot in an electric valve re- 
facer and grinding off a light cut, just as a valve is ground, and requiring but a 
moment. This restores the Valve Seat Grinding Stone to its original condition 
and makes it good for many more seats. This dressing may be done many times. 

This Special Dressing Wheel must be used to dress Valve Seat Grinding 
Stones, as a wheel suitable for refacing valves will not leave the proper cutting 
finish on the Valve Seat Grinding Stone. 


Cat. No. F-650. Dressing Wheel, with 7” hole and with reducing 
bushings for 34”’, 54" and 14” shafts. Price..............sseeeseees 


This Dressing Wheel is for use on all Valve Refacers except Black & Decker 
No. 45 Electric Valve Refacer which uses a diamond for this purpose. 


~~ ee ee. . aes ee 


Electric Drill Attachments for Carbon Cleaning 


The items shown below are designed for use with Black & Decker 
4" Heavy-Duty Electric Drills 


Stand for 
1/4” Heavy-Duty 
Electric Drill 


The 14” Black & Decker Drills can 
quickly and easily be put in this stand 
and held rigid by means of a clamping 
screw. 

Cat. No. 
F-311. Stand to fit 14’’ Heavy- 

Duty Electric Drills.......... 


4” Wire Wheel 
Brush 


With the drill mounted in the Stand, 
this brush quickly cleans valves, effect- 
ing a large saving in time on this opera- 
tion. 

Cat. No. 

F-501. 4’’ Wire Wheel Brush... 
F-525. Arbor for 4’’ Wire Wheel 

PR GEN SIN is Sa. Beare « weit «alow or 


Carbon Removing Brush 


Cleans carbon from Cylinder Heads, Tops of Pistons, Cat. No. 
Valve Ports, etc., in a fraction of the time required by hand F-101. Set of 6 Carbon Removing Brushes with Holder 
scraping and leaves a burnished surface upon which carbon F-102. Single Carbon Removing Brush with Holder... 
does not readily collect. Made of tempered steel wire, with F-103. Carbon Removing Brush Refill............... 
hollow center to prevent clogging and to enable cleaning of F-104. Holder for Carbon Removing Brush........... 


valve parts. The Holder is so constructed that it may be 
refilled with a new brush by simply removing a nut. 


Valve Guide Cleaner 


Cat. No. 

A few strokes with the Valve Guide Cleaner leaves a clean, F-151. 5¢/’ Valve Guide Cleaner.................... 
polished valve guide, removing no metal. The time is so small F-152. 3¢’’ Valve Guide Cleaner.................44. 
that a practice may be made of cleaning all guides as a pre- F-153. 1%/’ Valve Guide Cleaner. ...............-04. 
caution against sticking valves, and to remove any grit that F-154. 14” Valve Guide Cleaner.................03. 
may cause stem and guide wear. F-155. %’’ Valve Guide Cleaner... ................- 

Made of spring wire, set spirally about a shank and ex- F-156. 54’’ Valve Guide Cleaner. ...............-05- 
panded to-give tension on the guide wall. Each good for 1¢’’ over rated size. 


Note—See Specification Table on page 22 to determine sizes for various cars. 


Valve Seat Grinding Stones 


The items shown below are designed for use with Black & Decker 
14,” Heavy-Duty Drills 


By the ‘“‘Black & Decker Method” the full benefits 
of the refaced valve are obtained by a corresponding 
precision grinding operation on the valve seat. 

This is done with the FLEMING Valve Seat 
Grinder, an abrasive stone dressed to the proper angle 
and revolved at high speed on a precision pilot by the 
Black & Decker Heavy-Duty 14’’ Drill. 

This method of refacing the valve seat and valve 
is so accurate that the use of valve grinding compound 
is unnecessary. Two highly polished surfaces with 
perfect gas-tight fit is the result. 

A valve seat can be restored to its original condition 
by this grinding method in less time than is required 
by any other form of reseating. 

All Stones have the same size pilot stem holes to 
make them interchangeable with other pilots. 


PRICES STANDARD SIZES 


Cat. No. 
45degree F-6. 21%’......... 45 degree 
45 degree F-7. 214”... . .45 degree 
.-45 degree F-8. 214’. 
..45degree F-9. 15%’. 
-45degree F-10. 134” 


. 45 degree 
.30 degree 
. 30 degree 


Valve Seat Narrowing Stones 


Each time valves are ground the seat in the cylinder 
becomes a little wider, and this condition should be 
corrected when the seat shows too much width. For 
this purpose use the “‘Narrowing Stones” which are 
similar to the Valve Seat Grinding Stones except that 
they have only a 20-degree angle which permits cutting 
down excessively wide valve seats. 

Cat. N 

F-23. °134"" DONA SRE inns: :0 psa a biuohene RSPAS. «4 08 
B24... DIG 20 Cores sates: varie smreiciertnend ow es 
F-25..2” 20 degree’. aise iis ease menaen news ss iene 
F=26., 226" 20 depree’s onc ic swiss cmnss vac resus 


SPECIAL STONES 
Prices on Stones with angles and diameters other 
than listed above are as follows: 
Diameter’ up to QS” oso, é sca:si sige rarer sesvesnmdin ye aeave 
Diameter over 214’’and up to3”’.............. 
Diameter over 3’ and up to 3}4”"............. 


Valve Seat Grinder Pilots 


Made of special alloy steel, hardened, and accurately ground 
to size, with a shank turned down to fit the chuck of the 14” 
electric drill. 


POPULAR SIZES 


on 


F-73. Universal Joint for Pilot 


; For grinding No. 8 seats on Fords and for other similar 
* inaccessible valve seats. 
Price, each 


No. F-77 
Valve Seat 
Grinder Set 


A complete set of 
ten Valve Seat 
Grinder Stones and 
four Pilots that take 
care of practically all 
reseating jobs. Put 
up in a convenient, 
durable case. 

Contains the fol- 
lowing: 


2 45° Stones—114”’, Mee 134”, 174", an 2", 2 yy", 26". 
oh 30° Stones—178"’, 1 

F Pilots— 5%’’, 34’, he, % Pe 

Cat. No. F-77 Set 


No. F-76. Valve Seat Grinder Set 


A set of five Valve Seat Grinder Stones and three Pilots, in 
a convenient, durable case. 

Contains the following: 

45° Stones—19@”’, 16", of, 214", 216". 

Pilots—i6"’, 34’, 46" 
Cat. No. F-76 Set 


Note—See Specification Table on page 22 to determine sizes for various cars 


ee 
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SPECIFICATION TABLE 


Showing Sizes of Black & Decker Carbon Cleaning and Valve Grinding 
Attachments for Various Automobiles 


Seating | Narrowing . Valve Valve Guide 


= Tester 
Stone Stone Wumnber Cleaner 


1923-25 6-8 134" 45° 
7-U 134"" 45° 
Master 17%" 45° 
Master 21" 45° 
1925-26 Standard 134” 45° 
1917-26 ge” ase 
1923-26 174" 45° 
1918-27 134" 45° 
1924-26 134" 45° 
1927 134"" 45° 
1926-27 134’ 45° 
1926-27 174" 45° 
Chrysler 1926-27 174" 45° 
Cleveland 1925-26 134’’ 30° 
1926 134"" 45° 
1915-27 17%" 45° 
1923-27 114" 45° 
1908-27 134" 45° 
1917-27 214" 45° 
Hupmobile 1918-25 2/" 45° 
Hupmobile 1925-27 i 154’’ 45° 
Hupmobile 1926-27 i 154/" 45° 
1922-27 174" 45° 
1926-27 i 134" 45° 
1926-27 i 134’’ 45° 
1925-26 i 134/ 45° 
1920-27 2/" 45° 
1919-27 2%" 45° 
1919-27 134" 45° 
1919-27 j 134’ 45° 
1925-27 : 134"’ 45° 
1925-27 i 134"’ 45° 
1919-27 154”’ 45° 
1923-27 134'’ 45° 
1923-26 174" 45° 
1925-27 134/’ 45° 
1926-27 

1920-27 

1921-27 

1924-25 

1926-27 

1925-27 Series 80 
1926-27 All 
1922-27 All 
1924-27 All 
1917-27 Big 6 
1919-27 Spec. 6 
1924-27 Stand. 6 


NONNNNRENNHNNNK KY NYE NF KF NNN NNHNKEY NEF KENNEY KE NK KENYON NHN NHN N WW WDD 


Page 22 


For Use with | 
Black & Decker 
iy" Heavy-Duty 
Drill 


No. F-300 Battery Shop Assortment. These tools, driven by the powerful Black & Decker 14” 
Heavy-Duty Drill, perform many operations in the Battery Shop. The special lead drills drill out cell 
connectors; the wire wheel brush, with the Electric Drill held in the stand, cleans parts, and the grinding 


wheel keeps all edge tools sharp. 


Cat. No. 

Cat. No. F-300. Battery Shop Assortment, con- F-302.. 36’ Battery Drill; .caccessaw osgacss aecesemnes 
sisting of one each 14”, 54’’ and 34” battery drills, F=303.. 54" Battery: Drill... aos essreap inate anid oe eras ex 
4" wire wheel brush with arbor, 3” grinding F304, 37°" Battery Drill... wares tins sans tiene na nes 
wheel with arbor, and stand for 14’ Heavy- F-306,. 3!" Grinding ‘Wheel. «ios cua si. assess anne sa enema 
Duty Electric: Drtll ysis: «oi 3056.5 aiaie- 3s wd s wee bas 3 F-311. Stand for 14’’ Heavy-Duty Drill.............. 

F-501. 4’’ Wire Wheel Brush.................000005 

Cat. No. F-325. Battery Repair Outfit, consisting F-525. Arbor for Brush and Grinding Wheel.......... 
of set of three battery drills; stand for 14” F-307. Plate Strap Slotting Attachment with drill 
Heavy-Duty Drill and_ slotting attachment stand mounted on base................+64% 
mounted on base; one 14” and one 14” slotting F-308. 14’ Slotting Saw... 0. ccc es aces cen ewes 
saw, with one arbor; 4” wire brush with arbor; 3” F=309.. 32°" Slotting Saws esis ssa xcs ane a case nun mena ea w 


grinding wheel with arbor....... Sid Liatagel #8 Hai ts F=525. Arbor for SawSies i sswis sawed scww cs ate seneee 


To get the maximum life and traction from 
solid truck tires after they have worn below 
the original tread designs, it is necessary to 
recut the tread grooves. Consequently, re- 
grcoving has become an important part of the 
solid tire dealers’ service. 


An Electrically Operated Regroover—The 
Solid Tire Regroover is operated by the 
Black & Decker 14’’ Heavy-Duty Drill. 
This powerful, high-speed, Electric Drill 
drives the Regroover knife through the tread 
at surprising speed. 

Cuts Correct Shape of Groove—The 
knife is ‘‘V’’ shape, giving the desired form of 
groove, and is so guided that it always cuts 
to the same depth. Two sizes of knives are 

NOTE—The Solid Tire Regroover will furnished, one cutting }2’ depth of groove 
operate only with the Black & Decker and the other 34”. 

4" Heavy-Duty Electric Drill. No other size Follows Any Design—Curves, circles and 
or make will fit this machine. sharp right-angle turns can be made, and the 


SOLID TIRE REGROOVER 
For Use with Black & Decker '’ Heavy-Duty Drill 


knife can be made to enter or leave the tread 
at any point at will. 


Knife Easily Removed and Sharpened— 
Provision is made for quickly removing the 
knife for replacement or for sharpening. It 
requires but a moment to insert a new knife. 


Construction—The Regroover is so de- 
signed that the knife receives 2,500 impulses 
a minute. The power from the drill is trans- 
mitted through hardened steel spiral gears, 
packed in grease, with provision for lubricat- 
ing the reciprocating parts. 

Cat. No. 


451. Solid Tire Regroover, with three 
14" and three 34” knives (not in- 
cluding 14’’ Heavy-Duty Drill)... 


Extra Knives 
452. 15’’ Regrooving Knife, each... 


4 
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Tire Repair Outfit 


For Use with Black & Decker 
\%" Heavy-Duty Drill 


The Tire Repair Outfit Consists of 


4” Wire Wheel Brush with Arbor. 
Round Nose Rasp. 

Taper Rasp. 

3” Grinding Wheel with Arbor. 
Stand for 14’’ Heavy-Duty Drill. 

These tools, driven at 2,500 R. P. M. in the 
light-weight, convenient and powerful Black & 
Decker 14’"’ Heavy-Duty Drill, save much time 
on the many operations illustrated. 

The Round Nose Raspused 
on treads leaves an ideal sur- 
face for vulcanizing. 

The Taper Rasp easily 
and thoroughly cleans and 


roughs. cuts and holes, an 
otherwise difficult job. 


{ Taper Rasp on 
Cuts and Holes 


Round Rasp 
on Treads 


Sharpening . 
Tools — 


PRICE LIST 
Cat. No. 


F-425. Tire Repair Outfit, complete, as described 
above, but without Electric Drill. ............ 


F-501. 4’’ Wire Wheel Brush................0.0000eee 
F-525. Arbor for Wire Brush and Grinding Wheel 
F=402. Rotind Nose! Raspiis : sg 1s sag ta eas samoisa aris 
F=403., Taper Rasp ie sisi ex cag a3 ai tt wins ae ha tT 
F-306. 3’’ Grinding Wheel...................0000 00 ene 
F-310. Stand for 14’’ Heavy-Duty Drill................ 


Cleaning 
Rims 


Wire Wheel Brushes 


For Cleaning, Buffing and Polishing 


‘ 


For cleaning castings, moulds of all kinds, gears, dry and storage battery parts, 
welds, scale from forged and hardened parts, brass and copper before brazing or 
polishing, rust, paint from automobile bodies, stoves, etc., scales from fish, buffing 
tires and tubes, file marks from aluminum bodies, and many other purposes. 

Size of Wire—All brushes are made of No. 33 W. & M. gauge wire. This is 
equivalent to .014’’. 

Arbor Hole Sizes and Bushing System—To enable fitting these brushes to 
various size arbors, and also to make it practical for your jobber to supply you 
promptly from stock a brush with any size hole, all brushes from 6’’ to 12’ inclusive 
are made with a standard size hole, for which a set of bushings will be supplied to fit 
your particular arbor. These bushing sizes range from }4’’ to 134’. The 4” brush 
is furnished with 34’ and 14” hole only. 


PRICE LIST AND SPECIFICATIONS 


Price, complete with 
Set of Arbor 


Cat.No. Diam. Width Hole Bushings 
F-501. 4” De cain sie ae 
F-502. 6” We ccs pcuettns 
F-503. 8” en 


F-504. 10” | ee 
F-505. 12)" 7 eee 
Extra Arbor Hole Bushings, per 
BECIOE Divers sansa sd maid cones 
Note.—In ordering, be sure to specify diameter 
of arbor hole bushing. 


1 


Grinding Wheels 
Grinding Wheels for Black & Decker Bench Grinders, Twist Drill Grinders, Portable Grinders, Grinding 
Outfits and Valve Refacers can be supplied in the following sizes: 


Catalogue Suze A FOR Grain Grade Price 

No. Diam. Width ae 

om eS 3, : Bn a st pads ee See eps jiasdaes oG4 Gut BEE WHR ERY OTE RS ss “A 

6 4 NCH: GENER s.oseic ie ouare de reid ain acorn ye enn e9d had BEF 

2403 8” 34" 54" 8! Bench Gritidetis. cris, ds aisine xa ceavarn ae ina x wivnaso -onsoare ere 46 P 

2404 SB” 34" 54”" 8 Benely Grinder ness 5.6.00 05 anne Oe arse soars ean wen 24 Q 

5183 6” 34” yy” 6’’ Twist Drill Grinder (Countersunk Wheel)....... 60 M 

pel a in 3h, 4 Portable Grinder: «45 s<acs qeges sin ves mai eee omens 36 Q 

3037 4 4 ef! 4’ Portable Grinder’... seis oc gale 03 BOE S4 BE SES OH bes 60 P 

3042 se 34” Yo” 5” Portable Grinder... ........0.. 020 c cece cence 36 Q % 

2282 57 1 yy" Si? Portable Grinders «ico: ve ico ssc oni ger a: ony se eee es 36 Q 

3148 6” ye? 56/" 6” Portable Grinder............0.0 00000 e cece eee 36 Q 

5773 6” YY" 34" Valve Refacer, Type A, B, C............ 00s e eee 60 M 

7859 4” yy" i” Valve Refacer, No. 90 and Type BU............... 46 M 

7923 git YY” yy" Valve Refacer, No. 45......... 0000 c eee e eens 46 J . 
F-306 a 1!’ 4!" WAPOA ous. Sin os BRS Reside oie, of Seda € Mthi ona woe EG DE 60 M 
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ELECTRIC DRILL ATTACHMENTS 


Grinding Outfits Rag Buffing Wheels 


This Grinding Outfit © 
= consists of a Stand for © 
holding Electric Drill, 3” | 
Grinding Wheel with 14” —— ~— 
face and grinding wheel arbor. ge 
An ideal outfit for sharpening drill 
bits, chisels, screw drivers, or any 
kind of light grinding, whether on 
the bench or portable. 


Cat. No. F-317. Grinding Outfit for 
Y%" Standard and 14” Heavy- 


Rag Buffing and Polishing Wheels for 
use with Black & Decker Bench Grinders, 
Portable Grinders and Grinding Outfits 
can be supplied in the following sizes: 
Cat. No 


Duty Drill. Price...,..... 2618. 4’ x 14” Hole............-- 
2283. 6’’ x 14"’ Hole....... seine ha 
Cat. No. F-315. Grinding Outfit for 3040. 6” x 3%’ Hole....... ee. 


14" Light-Duty Drill. Price 7283... 187° BENE 6 ssera.s a sees ba 


Stands for 14” Drills 


The 14” Black & Decker Drills can quickly and easily be put in this stand and 
held rigid by means of a clamping screw. 


Cat. No. F-311. Drill Stand for 14’’ Standard and 14’ Heavy-Duty Drill. Price ............... 
Cat. No. F=176. Drill Stand for 14’ Light-Duty Drill. Price... 0... cece scence eee ereteesee 


a a TS a EET, | 
Is, Grinding Wheel Arbor 
| The use of this Arbor makes it possible to do light grinding and buffing with ; 

the Black & Decker 14’’ or 5(¢/’ Portable Electric Drills. The Arbor is 46” in (7 | 


; diameter with 14’’ shank, and the grinding wheel, wire wheel or rag buffing 
wheel is held securely by means of a nut. 


Cat, Noy B=525; Prie@ccweire sa seeea as aches sae s snes sees RHRS sew oO 


> 


HOLE SAWS 


Heavy Duty, °4’’Specialand 54’’ Heavy-Duty 
Portable Electric Drills. 

For cutting clean, round holes in cast iron, 
wrought iron, steel, brass, copper, wood, etc. 

Made of the finest quality saw steel, carefully 
hardened, and strong and durable. Mandrel auto- 
matically holds a 14” twist drill which drills the 
pilot hole to serve as a guide for the saw. 

Automotive Shops for cutting holes in instru- 
ment boards for mounting dash type motometers, 
speedometers, oil gauges, ammeters, clocks, cigar 
lighters, etc., for cutting holes in floor boards for 
installing heaters and other devices, and for many 
other purposes where holes from 34”’ to 314” are 
required. 

Plumbing and Heating Work for cutting holes 
in iron and steel, such as tanks, soil pipe, bath 
tubs, sinks, radiators, furnaces, etc. Correct pipe 
tap sizes shown opposite. 

Electrical and General Maintenance Work 
for cutting holes in conduit boxes, etc. 


H= use with Black & Decker 14"’ Special, 14” 


Cat. No. Saws 


F-901 Automotive Set of Hole Saws, consisting of 34"’ 
Saw for Cigar Lighters, 2’’ Saw for Gauges and Am- 
meters, 21%’’ Saw for Dash Type Motometer, 25%’’ 
Saw for Clocks, and 314’’ Saw for Speedometers to- 
gether with No. F-903 and No. F-904 Mandrels..... ; 


F-902 Plumber’s and Steamfitter’s Set of Hole Saws, 
with one each Saw for 34’, 1, 114”, 114” and 2” 
Pipe Taps, and No. F-903 and No. F-904 Mandrels. . 


F-903 Mandrel for 34”’ to 114’ Saws (with pilot drill). . 
F-904 Mandrel for 114" to 314” Saws (with pilot drill). . 
F906 22 Hole Sawionlys <i < saaas enne cone 6 scagirs ao 
F-908 74’’ Hole Saw only (34’”’ Pipe Tap Size)........ 
F-910 1°" Hole Saw ‘onlyinccs «sucess a vaca 4s amiga v ome + done 
F-912 11%’ Hole Saw only (1’’ Pipe Tap Size)........ 
F-914 114” Hole Saw only (114”’ Pipe Tap Size)..... 

F-916 134’’ Hole Saw only (114"’ Pipe Tap Size)...... 
F-918' 2” Hole Saw onlyic ss ¢<xis a saahiss oes age ses avy 


F-920 214’ Hole Saw only (Dash Type Motometer 
SIZE) 5 naiepareng uyesdoaed kde 24 eS a aLASD web 1 eee nae OAS O-chd 


F-922 214” Hole Saw only (2’’ Pipe Tap Size)........ 
F-924 254" Hole Saw only... i... 000s ccccseeeeeeee 
2926: 3!" Hole: Saw Onllyss, so. <5 sare ix ney «eisai ere wre we 8 he 
F-928 316" Hole Saw’ only’. « ¢ ses os eau os wees mae ea Ts 


(NOTE: Pilot Drills may be replaced with a Standard 14” 
Twist Drill.) 
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Geared Chucks 
and Keys 


Three-jaw geared 
chucks with keys can 
be supplied for replace- 
ment on any Black & 
Decker Electric Drill. 
Chucks are equipped 
with special taper hole 
to fit taper spindle on 
Drill. 


| Ettco Keyless Chucks 


Ettco Keyless Chucks can be supplied for re- 

_ placement on only Black & Decker Drills on which 

| this chuck is standard equipment, on account of 

the necessity for the special spindle locking device, 

the chuck being only suitable for use on drills which 
_. have this locking device. 


i Cat. No. 
- 7128. 14” Ettco Keyless Chuck for 14’’ Stand- 
| ard and 14” Heavy-Duty Drills........ 


7129. 5%'’ Ettco Keyless Chuck for 5%’’ Stand- 


Cat. No. 

3030, 42 Chuck with Keys as ips novssmenis qaaneanss 
1510. 14’’ Heavy-Duty Chuck with Key............. 
2614, 546" Chuck with Key'isciss vieivecmats oeesd ona 
7244; 346" Chuclk with Rey's sigs ccce oie sue ee ave aoe eee 


ard and 5%’ Heavy-Duty Drills........ 1534. 16” Chuck with Key............ 00. .c eee eeeee 


T5385. 847 CHUCK Wath ROP. cetcone severe senna ve iter ove seeume 


Extra Chuck Keys for any size Black & Decker Electric 

Drills can be supplied at following prices: 

Cat. No. 

3030=K.«32'Chuck/ Key: ¢ «00 5 sacmaesamred s ore de eas 
1510-K. 14’’ Heavy-Duty Chuck Key............... 
2614-K.. 46" ‘Chitck! Keys <= sacs ss dies ¢ ¢ cates 6 aids 5 Gieues 
T24a-Ka 86! Chucks Reyes 6. oo.6 5; 6 aise es auere a enenei es @lanere 
1534-K. 14” or 54’’ Chuck Key.............02000005 


In ordering Chuck Keys specify make and 
number of Chuck. 


| Chuck and Arbor 
for Square Shank 
Drills 


This Chuck and Arbor makes it possible 
to use wood augers or any type of drill bit 
having a square bit-stock shank. Fits any 
Black & Decker Electric Drills that are 
equipped with three-jaw chucks from 14” up. 


Threaded Geared Chucks 


For 6” and 8” Electric Bench Grinders. Hole in chuck is 
threaded so that it can be screwed onto end of motor shaft. 
(Fits right hand side only.) 

Cat. No. 

6404. 34’ Chuck for 6’’ Bench Grinder.............. 
6405. 14” Chuck for 6’’ Bench Grinder.............. 
6406. °4’’ Chuck for 8’’ Bench Grinder.............. 


Cat. No. 

6693; Pree’ oss omastektieiasmarecamas? 

6694. Same Chuck mounted on No. 2 
Morse Taper Arbor............. 


ATTACHMENTS 
Spindle Sleeve for Short Taper Shank Drills 


These sleeves can be supplied for all drills regularly equipped with Morse 
Taper Sockets. Permits using taper shank drill bits on which the original 
tang has been broken off and a new one ground on. 

Cat. No. 

2380. Ror 26" Drill: + tcamaes ayes s waaeseee ss cars 
2381. For 1" PEN ide aa case aca win 5 hoes enad aes 
A298): FOE ING: 8 DTU. oe ccere 6S scave a's wratain wisuesare a wea 


Electric Cable 


Duplex Electric Cable, rubber covered, and fitted with attachment plug, can be 
supplied for any of the portable tools in the Black & Decker line. 


Cat. No. 
3631. 15! Cpe Cable, with Attachment 
Plu; 


2714. 7¥ a enath Cable, with Attachment 


Three-wire Cable for use with Portable 
Electric Tools and permitting of a ground 


Plug Gistae 32 EeRUeN be games F baa 52 Y connection, can be supplied as follows: 
6692. 25’ Extension Cord, with Socket and 
Attachment Plug.................. Cat. No. 


3163. Attachment Plugs, complete........ 
Electric Cable for No. 8 Drill, per foot 
For Bench Grinders and Lectroflaters. 


Chucks Mounted on Morse Taper Arbors 


No. 1 Morse Taper Arbor with No. 4 Morse Taper Arbor with 
Y,” Chuck 7" Chuck for No. 8 Drill 


This makes it possible to use the Black Cat. No. — 
& Decker %'’ Portable Electric Drill with 7466. Price Spee ete eee eee ene 
straight-shank bits up to 14”. 7 


Cat. No 1176. Prices. 3 scien a ceive 


For all size drills up to No. 8, per foot..... 
For No. 8 and No. 81, per foot ........... 
6127. Attachment Plug for three-wire cable . 


No. 2 Morse Taper Arbor with 

54” Chuck 

This makes it possible to use the Black 
& Decker 74’’ Portable Electric Drill with 
straight-shank bits up to 54’. 

Cats NO: TSB5s Price, . oes oie esas cies 


Nos. 1 to 2 Morse Taper 


No. 3 Morse Taper Arbor with 
7/’ Chuck for No. 8 Drill 


Cat. No. 


Chuck Extension 


Chuck Extensions for work that would otherwise be inaccessible, such as the 
installation of snubbers on automobiles. 


Sleeve 


With this sleeve the Black & Decker 
14” Portable Electric Drill may be 
used with drill bits having No. 1 Morse 
Taper Shanks. 


Cat. No. 3152. Price 


Nos. 2 to 3 Morse Taper 
Sleeve 
With this sleeve the Black & Decker 
No. 8 Portable Electric Drill may be 


used with drill bits having No. 2 Morse 
Taper Shanks. 


Cat. No. 3153. Price 


Nos. 3 to 4 Morse Taper 


Cat. No. Sleeve 
. wr : ” 
3266. Extension 1 2" long, with 7" BUGS. hav sicsiexocege wenenss oa ue With this sleeve the Black & Decker 
3267. Extension 24’’ long, with 14”’ chuck................ No. 8 Portable Electric Drill may be 


3520. Extension 12’’ long, without chuck................. 
3526. Extension 24’’ long, without chuck................. 
7655. Extension 15’’ long, with 14’’ chuck................ 
6183. Extension 15’’ long, without chuck................. 


used with drill bits having No. 3 Morse 
Taper Shanks. 


Cat. No. 4122. Price 


—_—_—_——_—_—_—_—_—_—— 
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Collets 


For Electric Valve 
Refacer 


Buffing Spindle 
Extensions 


Screws on end of Motor Shaft of 6’’ and 8” 
Bench Grinder. For use with wire brush 
buffing wheel when it is desired to have a 
wheel a greater distance from the motor-hous- 
ing than standard. This extension spindle is 
5’’ long. Specify whether for use on right or 
left side of grinder 
Cat. No. 


6664. 6’’ Bench Grinder (right hand)... 
6665. 6’’ Bench Grinder (left hand).... 
6666. 8’’ Bench Grinder (right hand)... 
6667. 8’’ Bench Grinder (left hand).... 


For holding valve while 
face is being ground in 
Electric Valve Refacer. 


Price—All sizes from 14” 
to 34"’ by 1-64ths of an 
RIOD sxeticeisi poaiouend 


Specify Size in 
Ordering 


Hh = 


Valve Grinder Bits 


= These tapered spindles screw on end of motor shaft of 


Ford Standard Buick Blank 6’ and 8’’ Bench Grinders. Spindles are threaded for use 
Valve Grinder Bits as illustrated above can be fur- in connection with rag wheels for buffing. In ordering 
nished. These bits fit both No. 1 and No. 2 Portable _ be sure to specify whether to be used on right or left- 
Electric Valve Grinders. hand side of Grinder, as thread is different on each side. 
Cat. No. 


Tapered Buffing 
Spindles 


LAA AA Ap apiunaasenecenee onendndeneye 


974. Valve Grinder Bits—Ford................. 

973. Valve Grinder Bits—Standard............. Cat. No. 
1031. Valve Grinder Bits—Buick................ 3565. 6’’ Grinder (right hand).................. 
1035. Valve Grinder Bits—Blank................ 3564. 6’’ Grinder (left hand).................... 

975. Valve Grinder Lift Springs...........:.... 3562. 8’’ Grinder (right hand).................. 
6695. Suction Cup for Smooth Head Valves...... 3563. 8’’ Grinder (left hand) ............00 000 cee oe 


Extension for Valve Grinder Spindle 


NE eee 


For reaching valves otherwise inaccessible with regular spindle on No. 1 Electric Valve Grinder 
Accommodates all bits regularly furnished with Valve Grinder. Length 10’’. 
Cat. NowA065.. Prices 3 csag avs ney seams some i sms SRE TARATE PDT EB s 
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ELECTRIC DRILL ATTACHMENTS 


Combination Breast Plate and 


Spade Handle 


Fits 34’, 14” Special, 16!’ Heavy-Duty, 5%’’ Special, 54’ 


Heavy- Duty, ¥@/’ and 1%” Electric Drills and Nos. 3, 4 and 41 
Electric Screw Drivers and Socket Wrenches. 


(CER N (Ovay (4) | ere rr 


Feed Screws 


To obtain feeding pressure greater than obtainable by body 
pressure, or for obtaining feeding pressure in restricted places. 
Cat. No. 

865. To fit 14” Special, “a, Heavy-Duty, 54’’ Special, 
54’ Heavy-Duty, %’’ and 7%” Drills.......... 
2140. To fit No. 8 or No. 81 Drill. S644 sina S4eumae baALS 


This attachment 
can be used with 
Electric Drills of 14’ 
capacity or greater. 


Breast Plate 


To fit 3¢’’, 14”" Special, 14’’ Heavy-Duty, 5%’’ Special, 
54’’ Heavy-Duty, %'’ and /%’’ Black & Decker Portable 
Electric Drills. 

NOTE—tThe drills mentioned above are equipped with Combination 
Spade Handle and Breast Plate, which are most convenient for average 
use, but in special instances where these drills are to be used continuously 
for extra-heavy work, the independent breast plate is recommended. 


CAE. ING. WSs « ceninish eaine via rotue'eS mays x auieed 5 sees Se 


Adapters for Drill Stands 


When using Heavy-Duty Post or Bench Drill Stands it is 
necessary to have this stand equipped with Adapter Block 
corresponding to size and type of Electric Drill used. Before 
mounting drill in stand, check name plate information care- 
fully with specifications cast on Adapter Block. In ordering 
Adapter Blocks be sure to specify name plate informa-~ 
tion on Electric Drill. 

Price; Jor ell sizesahd types... P55 ac ges st es es 


Right-Angle Drilling Attachment 


This attachment makes it possible to drill holes through floor joists or 
studding, and to get at any number of “out of the way”’ places ordinarily 
inaccessible with an Electric Drill. This attachment is fastened in the 
chuck of the Electric Drill and an adjustable torque arm is provided to 
hold the wood boring bit at any desired angle with relation to the Electric 
Drill to meet varying conditions. Equipped with chuck to hold standard 
bit-stock shank wood boring bits. 

Cat. No. 

5957. Right-Angle Drilling Attachment............ A ee ett 
6222. Equipped with three-jaw geared chuck of 14” camelier reee ee 
7646. Equipped with chuck for 14’’ diameter machined shank auger 


ATTACHMENTS 
Auxiliary Side Handles 


The Auxiliary Side Handles can be quickly attached to 
14" Heavy Duty and 3%’ Standard Portable Electric Drills. 
Also the No. 2 Electric Screw Driver and No. 2 Portable Elec- 
tric Tapper. These handles provide a very convenient and 
efficient means for holding these tools in operation, especially 
when suspended on a counter-balance. 


Cat. No. 
G435s, (COmpleteia ss cisie sb stice & wincs wialG aitiale aw en BR Rae ear 


Suspension Clamps 


By using these Clamps, Black & Decker electric tools may 
be suspended in such a manner that they are always conven- 
ient to the operator. 

The operator saves a great deal of time by not having to 
lay down or pick up the tools after each hole is drilled or screw 
is driven. 

These Clamps are very essential where tools are used on 
assembly line in production plants. They will more than pay 
for themselves in one day. 


Cat. No. 
5948. No. 1 Horizontal Suspension Clamps............ 
(For 14" Drill, No. 1 Screwdriver, No. 1 Tapper.) 


5202. No. 2 Horizontal Suspension Clamps............ 


Aerial Spring and Eyebolt 


(For }4’’ Heavy Duty and %%’’ Drills, No. 2 Screw- For suspending the 5’’ and 6’’ Portable Grinders to relieve 
driver, No. 2 Tapper.) operator of weight of machine. 

6858. Vertical Suspension Clamps.................... Cat. No. 
(For all Drills, Screwdrivers and Tappers having 2472.- Aerial Spring Only! sve sc cmensageme ot ame ene een sews 
switch handle in back.) 2473» Byebolt only « cs suas x3 si9.5-458 6 oe 8a anh eB S Daas 
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er ey ee 


“With the Pistol Grip and 
Trigger Switch” 


Portable Electric Grinders 


ers embody the same essential characteristics 

and design as the Black & Decker Portable 
Electric Drills and have been designed to efficiently 
take care of any type of portable grinding work 
within the limits of their rated capacity. 

Powerful universal motors are used in these 
Grinders, the armatures being mounted on ball 
bearings. The ball bearings are equipped with 
seals preventing any possibility of dirt or grit get- 
ting into the bearings or grease working out. 
The grinding wheel spindle is driven through a set 
of special steel gears, carefully heat-treated. The 
grinder spindle is carried in a long housing with 
taper roller bearings at the extreme ends. The use 


Be= & DECKER Portable Electric Grind- 


of roller bearings mounted at wide distances apart 
on this spindle insures very long life. These Grind- 
ers are anti-friction tools throughout. 

Complete with grinding wheel, adjustable wheel 
guard, and 15 feet of three-wire electric cable per- 
mitting ground connection which eliminates any 
possibility of operator receiving an electric shock. 

4” Grinder 


5’ Grinder = 6’’ Grinder 


Size of grinding 


wheel....... 4" x 34"" wide 5x 34/"wide 6” x 1” wide 
x 14” hole x 4” hole x 54" hole 
No load speed. .4800 R.P.M. 3800R.P.M. 3300R.P.M. 
Net weight.... 10 Ibs. 15 Ibs. .24 Ibs. 
Price, all 
Voltages.... 


Furnished for 110, 220 or 250 volts. 


THESE ELECTRIC GRINDERS HAVE UNIVERSAL MOTORS AND WILL OPERATE ON ‘ 
EITHER DIRECT OR ALTERNATING CURRENT. os 


ar 


6” Electric Bench Grinder 


N IDEAL ball-bearing grinder for sharpening all kinds of 
edge tools and for general purpose grinding. Complete 
as illustrated with two grinding wheels, one coarse and 

one fine, two wheel guards, two tool rests, electric cable fitted 
with attachment plug, and electric switch. 
Size of wheels—6”’ diameter by 14” face by 14” hole. 
No load speed for 60 cycle A. C. and D. C 
(For 25 cycle 1,500 R. P. M., 40 cycle 2,400 R. P. M., 50 cycle 
3,000 R. P. M.) ; 


Price, all voltages 
Pedestal for this Grinder 


Furnished for 32, 110 or 220 volts. 


6” Twist Drill Grinding 
Attachment 


Tse attachment will quickly and accurately grind straight 
s 


hank and taper shank twist drills up to °4’".. This eliminates 

all guess work, makes the drill bits cut faster and very greatly 

increases their life. Can be quickly attached to 6’ Bench Grinder. 
Shipped complete with 6’’ countersunk grinding wheel. 


Price, complete 
Diamond Truing Attachment for truing face of countersunk 
wheels 


er for sharpening edge tools and 

for general purpose grinding, 

buffing and polishing. Complete with 

8’ grinding wheels, one coarse and one 

fine, two wheel guards, two adjustable 

tool rests and switch. Size of grinder 
ag 8’’ diameter by 34’ wide by 54” Oe ee 
es Illustrated 


“No load speed for D. C. 3,000 R. P. M. 


No load speed for 60 
cycle A. C 3,600 R. P. M. 


(For 25 cycle 1,500 R. P. M., 40 cycle 
2,400 R. P. M., 50 cycle 3,000 
R. P. M.) 


Net weight 
Price, all voltages 


A POWERFUL ball-bearing grind- 


This illustration shows 
heavy cast-iron pedestal 
with water pot for mount- 
ing the 8’ Bench Grinder. 
This makes the grinder 
very accessible and makes 
a very neat installation. 


LACK & DECKER Heavy-Duty Electric Grinders and 
Buffers have earned a splendid reputation for safety, 
long life and high efficiency due to the design, work- 
manship and the generous use of material, making for 

excess strength and rigidity. 

Special materials are used for all parts of major importance, 
such as malleable iron and electric steel wheel guards on 12” 
Grinders and up, extra large ball bearings throughout, ball- 
bearing exhaust blowers, cast-steel patented spark shields, 
high-carbon steel spindles, etc. 

Wheel guards of adjustable and universal types are fur- 
nished in order to adequately meet every grinding condition. 
It is of considerable interest that the National Compensation 
Service Bureau allows a double credit on workmen’s compensa- 
tion rates on Black & Decker Heavy-Duty Llectric Grinders 
due to the patented spark shield. The patented spark shield 
automatically hugs the grinding wheel as the guard and tool 
rest are adjusted to compensate for the decreasing diameter of 
the grinding wheel. 

The alternating current motors, which are the fully enclosed 
type, are made in our own factory and designed to adequately 
take care of the work which these grinders and buffers are 
called upon to do within the limit of their ratings. The accom- 
panying cut will show the simplicity and ruggedness of this 
motor as well as the patented removable core construction. 
The rotors are of the welded bar construction type. . 

The direct current motors are the Heavy-Duty fully en- 
closed type and can be furnished either for constant speed or 
variable speed. Where variable speed is supplied the speed is 
automatically controlled by the position of the wheel guard, 
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Heavy-Duty Electric one and Buffers 


D. C. VARIABLE SPEED CONTROL 


steady rest and spark shield. You cannot overspeed the motor 
as the largest wheel on either side governs the proper speed at 
all times as the guards move independent from one another. 
This is accomplished in less than one minute by shifting the 
guard to set the steady rest to the proper distance from wheel. 
No tools are required for this operation. 

In the Heavy-Duty adjustable type machine the spindle is 
mounted on four extra large ball bearings. Two of these are 
located on each side of the motor, and the other two are 
located in special bearing brackets which are bolted to the base 
just inside of the wheels. 

With this construction the spindle is supported at extreme 
ends as well as providing a separate set of bearings for support 
of motor giving adequate bearing support to spindle shaft 
along its entire length. 

The outboard bearings, as illustrated in the accompanying 
sketch, are protected by a labyrinth seal with double throw 
washers which prevent the entry of dirt and grit and prevent 
grease from working out. 

The spindle on the Buffers and wide type Universal Guard 
Grinders is mounted on four extra large ball bearings, two of 
which are mounted adjacent to the motor and the other two 
at the extreme ends. 

The wheels on the 10’’ and 12’” Tool Grinders and the 12’ 
and 14’’ Universal Guard Grinders are mounted close to the 
motor; for this reason only two extra large bearings are used 
on these machines. 

One bearing on the right hand side of all types of Grinders 
and Buffers is locked in the housing for the purpose of position- 
ing the rotor and taking the end thrust. 
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Heavy-Duty Electric Grinders 


10-Inch Wheels—1 H. P. 


HIS is an exceptionally husky 10-inch grinder, 
provided with adjustable tool rest, snap 
switch and water pot, but the prices do not 
include grinding wheels. Can be supplied in bench 
type or as complete pedestal grinder. I. H. P. 
totally enclosed. Must be operated from power 
circuit. 


Exhaust 
Type 
Universal 


Guards 


This is a ball-bearing machine with wheel guards 
and enclosing covers. 

Tool rests mounted on wheel guards are adjust- 
able to the wear of the wheel by means of hand 
screws and lock. This has a sliding arrangement at 
an angle which insures the front top of wheel guard 
maintaining the same distance from 
wheel as the tool rest, thereby provid- 
ing automatic spark protection. These 
guards are of the Universal type with 
exhaust outlets and the opening can be 
brought to any position by means of a 
lever (no tools required). This enables 
the operator to grind at any position on 
wheel circumference. 


Benak Type = 


mp. | Sige. | Sent, | Beem | Geek | | mace | wee Current | Pac 
BENCH TYPE 

1 |10’x114” 180 | Ky | 24” | ai’’xi2’"| 914” | 225 | Se | 
PEDESTAL TYPE 

1 |10’x114”| 1800 | ye 24” | 18x18} 39" | 375 | aoe aaa | 
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Heavy-Duty Electric Grinders 


12-Inch Wheel—3 H.P. 
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guards instead of Universal type guards. 
Provided with tool rests mounted on lower 
lip of guard and patented spark shield on upper lip 
of guard. (This spark shield doubles the credit 
allowed on Workmen’s Compensation Insurance.) 
Two water pots cast in table. Table also provides 
space for tools. Foot-pedal control. Prices do not 
include grinding wheels. Supplied as complete ped- 
estal grinder only. Totally enclosed. 
These are ball-bearing machines with wheel 
guards of high-grade malleable iron and hinged 
enclosing covers. 


A eres i 12-Inch Grinder with adjustable 


Tool rests mounted on wheel guards and the 
guards are adjustable to the wear of the wheel by 
sliding on table. Guards are guided on table by 
tongue and groove and locked by means of hand 
lever. (No wrenches required.) The patented spark 
shield, mounted on upper lip of guard, is arranged 
so that it automatically hugs the wheel, being con- 
trolled by the adjusting of the guard as the wheel 
diameter decreases with wear. 

Prices shown do not include exhaust blower. At 
extra charge this machine can be supplied 
with ball-bearing exhaust blower mounted on rear 
of base and fully connected to wheel guard outlets. 


Wheels Speed Diameter Length Size 


Net 


HP. | pia Face| RP.M. | Spindle | Spindle | Base | Meight | Weleht scien me 
Moot 5 Wada ” ” ” ” {220, 440 or 550 V. 
3 12""x2 1800 14% 26 23’'x20 39 650 \ 2or3 Ph. 60C. 
For 25 or 30 Cy. A. C. 
3 12"*x2°" 1800 oa 26" 23’’x20"" 39” 650 110 or 220 V.—D. C. 
Ball Bearing Exhaust Blower........ Extra 


Heavy-Duty Electric Grinders 


12 and 14-Inch Wheels—3 H.P. 
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HHESE grinders are provided with adjustable 
tool rests, removable water pot, and push- 
button motor control, but can be supplied with 
foot control, if specified, without extra charge. 
Prices do not include grinding wheels. Supplied as 
complete pedestal grinder only. Totally enclosed. 
These are ball-bearing machines with wheel 
guards of electric steel with hinged enclosing 
covers. 
Tool rests mounted on wheel guards and guards 


are adjustable to the wear of the wheel by means of 
hand screws and lock. This has a sliding adjust- 
ment at an angle which insures the front top of 
wheel guard maintaining the same distance from 
wheel as the tool rest, thereby providing automatic 
spark protection. These guards are of the Universal 
type and the opening can be brought to any position 
by means of a lever (no tools required). This en- 
ables the operator to grind at any position on wheel 
circumference. 


Wheel 3 5 ‘ , Net 
H.P. —— eek ron a sone a Height Week, Current Price 
Meolt wr Rya ” ” ” {220, 440 or 550 V. 2 
3 12”°x2 1,800 1% 2934 23°°x20 39 650 \ or 3 Ph. 60C. 
For 25 or 30 C. 
3 120" 1,800 14” .3214” 23/’x20’" 39”’ 600 110 or 220 V.— D.C. 
. MeQit we By ” ” ” 220, 440 or 550 V. 2 
3 14"x3 1,800 14% 3234 23°'x20 39 725 | or 3 Ph. 60C. 
For 25 or 30 C. 
3 14’’x3”” 1,800 14” 39”’ 23’’x20’" 39’’ 750 110 or 220 V.—D.C. 
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Heavy-Duty Electric Grinders 


12, 14 and 18-Inch Wheels—3 to 5 H.P. 


. GRINDERS 


AND 


BUFFERS 


HESE are four-bearing 
machines, provided with 
adjustable tool rests, water 
pot, and push-button motor 
control. Prices do not include 
grinding wheels. Supplied as 
complete pedestal grinder only. Totally enclosed. 
Ball bearings are mounted on the spindle on each 
side of the motor and also at the extreme ends of 
the spindle. These four bearings give perfect sup- 
port throughout the entire length of the spindle. 
Wheel guards are made of electric steel with 
hinged enclosing covers. 


Tool rests mounted on wheel 
guards and guards are adjust- 
able to the wear of the wheel by 
means of hand screws and lock. 
This has a sliding adjustment 
at an angle which insures the 
front top of wheel guard maintaining the same dis- 
tance from wheel as the tool rest, thereby providing 
automatic spark protection. These guards are of the 
Universal type and the opening can be brought to 
any position by means of a lever (no tools required). 
This enables the operator to grind at any position 
on wheel circumference. 


ES. | see | | Bee | Geet | Be Height | Weight, Gretent Price 
Face Pounds 
3 | 12%x2” | 1,800 14" 48” | 23’'x20” | 30” ge + eee ?\ 
3 | 12’'x2” | 1,800 1” 49” | 23’’x20” | 30” 775 110 or 220 V.—D.C. 
3 | 143” | 1,800 14" 51” | 23"’x20" | 390" 750 feta aa a} 
3 | 14”x3” | 1,800 W 51” | 23x20” | 39” | 800 | 110 or 220 V.—D.C. 
5 | 14%x3’ | 1,800 14" 56” | 29732" | 34” 1,350 eos sighed +t 
5 | 143” | 1,800 | 134” | 56” | 29732” | 34” | 1,450 | 110 or 220 V.—D.C. 
5 | 18”x3” | 1,200 14" 56” 29!'x32"” 34” 1,500 l aoe ry 24, 
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1OUR-BEARING ma- 
Prenines, totally enclosed. 

These grinders up to 
and including 10 H. P. have 
cross-the-line push-button 
starters with overload and 
under voltage protection 
for starting and stopping. 
Machines above 10 H. P. 
have mariual starters, un- 
less automatic-starters are 
specified for which there 
will be an extra charge. The cross-the-line starters 
are mounted on inside of door, being easily acces- 
sible for adjustment. Prices do not include grinding 
wheels. “The out-board bearings are independent 
from the motor bearings. Extra large ball bearings, 
with end thrust taken up by deep groove radial 


18, 20 and 24-In. Wheels, 7!/, to 15 H. P. 


bearings in right side of 
motor. Extra heavy wheel 
guards of electric steel with 
hinged enclosing covers. 
Spindles ground to size and 
have square threads. 

Tool rests mounted on 
wheel guards, and the 
guards are adjustable to 
wear of the wheel by slid- 
ing on table. Guards are 
guided by tongue and groove 
and locked by means of hand screw. (No wrenches 
required.) The patented spark shield, mounted on 
upper lip of guard, is arranged so that it automat- 
ically hugs the wheel, being controlled by the ad- 
justing of the guard as the wheel diameter decreases 
with wear. 


«HP lpm Fece| RBM. | Spindle’ | Spindic| Base | Talat weigh — — 
74 | 18x3" | 1200 | 2” | 54” | 453134" 34” | 2000 | erate. ene. 

ef aaa | tt y| ae: | Sa” |aaramg ae” | assy | Bee mee. amens coe 

744 204” | 1200 | 2” 56” | 45’’x3114"| 34” | 2200 pe ele 

74 | 20’'x4”" | 1460:2000| 2” | 58” | 45”"x3136"| 34”. | 2650 110.220 VD. C. Vartable Speed : 
10 | 20'’x4’” 1200 244" | 56” | 45’’x3114"| 34’ | 2400 ee aos ; 
10 | 20’x4” | 1469:9000| 2” | 56” | 45”x4136"| 34” | 2700 oe ee 
10 | 24/’x4’” 900 214” | so” | 45/’x3114") 34” | 2700 ery ae 

10. | aarze” |. aceon | 2” -|_2” | 4sxa1}4% 34” | sooo | « MRMBY B.S Comment soeet | 
15 24/'x4!! 900 ay" | 59" | 45”"x3114" 34” | 3000 pte ede 

15 | 244" | geottscy | 234” |. 62” | 45’x3134"| 34” | 3200 110-220 VD. . Variable Speed 


Ball Bearing Exhaust Blower, Extra........ 
Can be furnished with next higher speed for rubber bound wheels. Prices on application. 
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Heavy-Duty Combination Grinder-Bufter 


1 and 3 H. P. 


HESE are three-bearing machines. Motor 
controlled on 1 horsepower size by means of 
snap switch and 3 horsepower by push-button 
control. 
Both sizes have exhaust type Universal guards. 
Grinding wheel not included in prices. 
The bases are the same as used for the equivalent 
sizes of grinders previously described which use the 
Universal type of guard. 


The Combination Grinder and Buffer is an ideal 
general purpose tool in that a grinding wheel can 
be mounted on one side of the spindle to be used 
for sharpening all kinds of edge tools and for general 
purpose grinding work. On the opposite side of the 
spindle, a wire wheel brush or a rag buffing wheel 
may be mounted for all kinds of buffing and polish- 
ing work. This makes a very versatile machine 
which can be used for a multitude of purposes. 


Wheels Speed Diameter Size 


| Net 
Height Weight, 


Hi Py “oR R.P.M. Spindle Base aoa Current Price 
ry a Te ed tw a ” ” 220, 440 or 550 V. 
1 10’’x114 1,800 K% 18’’x18 39 375 2 or 3 Ph. 60 C. 
220, 440 or 550 V. 
Myatt we ” ” ” ’ 
3 12"x2 1,800 14% 23x20 39 625 2 or 3 Ph. 60 C. 


Page 41 


‘ RUNES & DECKED 


. TURDY four-bearing, totally- GRINDERS 
enclosed machines. Motor AND 
controlled by snap switch on S PULEERS 


1 horsepower machines—all other 
sizes push-button control. Spindles 
high carbon steel, with square 
threads, except on the 1 to 3 horse- 


power machines, which have stand- 
ard threads. The direct current mo- 
tors can be furnished for regular 
polishing speeds. Overarms can be 
supplied for any of these buffers for 
extra wide wheel buffs and auto- 
matic buffers at extra charge. 


Overarm on 3 horsepower machines.......:.......0002.000-- 
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Net 
Wheel Speed Diamet. Length Si : : ; 
HP. Width R.P.M. | Spindle | Spitvile nee Height bg Current ce 
” 1,800 or Ad ” ” ” ” 220, 440 or 550 Ve 
i a 3,600 4 36 tems a ae 2 or 3 Ph. 60 C. 
” 1,800 or we ” ” ” 220, 440 or 550 V. 
3 4 3,600 14 52 23’’x20 39 600 2 or 3 Ph. 60 C. 
3 4” cae |. x 46" 23'’x20" | 39"” 650 110 or 220 V.—D.C. 
” 1,800 or we ” ” ” ” 220, 440 or 550 V. 
iB} 6 3,600 1% 62 29x32 39 1,200 2 or 3 Ph. 60 C. 
5 4! eae | we 60” 23'"x20" 39” 750 110 or 220 V.—D.C. 
1 ” 1,800 or b Pads ” ” ” ” 220, 440 or 550 V. 
‘ 71% 6 3,600 1% 62 29x32 39 1,300 2 or 3 Ph. 60 C. 
7% 6” 5 114” 66” 29''x32!" 39” 1,350 110 or 220 V.—D.C. 
” 1,800 or we ” a” ” ” 220, 440 or 550 V. 
. 10 6 3,600 1% 64 29"'x32 39 1,400 2 or 3 Ph. 60 C. 
10 6” ow 1%" 66” 29'’x32"” 39” 1,450 110 or 220-V.—D.C. 


Overarm on 5 horsepower, 714 horsepower and 10 horsepower machines................ 


HESE Swing Grinders are especially designed 


for heavy-duty work requiring high produc- - 


“ tion. They have angle radius of 45 degrees 
to either side, and the entire machine may be 
easily swung to any position within this radius 
and locked in desired position. These Swing Grinders 
are comparatively light, but exceptionally strong 
and free from vibration, due to their all-steel and 
ball-bearing construction. The grinding head is of 
electric cast steel and is mounted on extra heavy 
dust-proof ball bearings. It is designed so as to 
bring the grinding wheel nearly central, between 
operator’s handles, also central with tubular beam. 
The wheels can be removed without removing any 
part of spindle or head except side cover of cast 
steel wheel guard. Wheel guard is adjustable to 
wear of grinding wheel. Spindle has deep flanged 
pulley and steel belt guard. 

Handles are adjustable for the convenience of 
operator. 

Machine is provided with sliding counter weight, 
with which to compensate for wheel wear and differ- 


ent motor weights. When released by workman the 
head automatically returns to a position with the 
grinding wheel vertical, because the weight of motor 
and head is carried below the central line of the 
beam. ; 

Top hanger is a cast steel swivel, permitting circu- 
lar movement of the grinder without binding in any 
position. Grinder can be rotated completely if 
desired. The swivel head in which the tubular beam 
is hung is of cast steel provided with dust-proof 
roller bearing. The 20 and 24-inch size can be used 
either loose or locked in any desired position, this 
being controlled by locking bolt operated by hand 
lever near operator. In angling the head the entire 
machine angles, eliminating all belt twisting. The 
12-inch Swing Grinder is gear driven. 

Furnished with motor, but not with belt or grind- 
ing wheels. The complete electrical equipment is 
mounted, completely wired between motor, push- 
button and starter, with all wiring placed in con- 
duits. Prices do not include grinding wheels or 

~ belt. 


Maximum | Maximum | Diameter Width Length Length 
Speed Straight Taper of Spindle of Belt Center Over All Net Price 
HLP. R. P.M. Side Side Between Must Be otorto | without Weight, Current Complete 
Wheel Wheel Flanges Double Center Handle Pounds 
Thick Wheel 
3 1.800 12/'x2!" 12x14” 1" Bie 5/ 6’ 500 220, ie ae 2or3 
’ 2 ‘onnect | : : 

3 1,800 | 12/2” | 127 136”| 1144” | oes, 5/ 6’ 500 | 110 or 220 V.—D.C. 

5 1,500 16/'x3" 16x24” 114" Zig! 7 gis’ 800 220, “apr a 2or3 

5 1,500 16/’x3”” | 16x214"’ 14%" 314" 7° 8l4’ 800 110 or 220 V.—D. C. 

74% | 1,200 | 20’x4’’ | 20'’x3’” af? 41g" 8’ yoig”’ | isog | Oe eee 

7% | 1,200 | 20’x4’" | 20’’x3’’ ai? 4g" 8 1044’ | 1,500 110 or 220 V.—D. C. 
10 900 24''x4"" 24''x3"" ay" 5” 8’ 101 at 1,750 220 sage pial de 2or3 
10 900 24/’x4!’ 24/'x3"" 2%" Be 8’ 1014’ 1,750 110 or 220 V.—D. C. 
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SERVICE 


A Portable Electric Tool is only as good as 
the service behind it. Any mechanical device 
will eventually show wear. When this occurs 
the question of “How quick can I get service?” 
becomes of major importance. 


For your protection we operate twenty-two 
Black ¢& Decker Service Stations, located at 
convenient points throughout the United States 
and Canada, assuring users prompt and efficient 
service on Black ¢® Decker Electric Tools. 


These Service Stations are located in the fol- 
lowing cities: 
Boston Oakland Detroit Minneapolis Montreal 
Buffalo St. Louis Seattle Kansas City Toronto 
New York - Atlanta Chicago Cleveland Winnipeg 


Philadelphia Dallas Baltimore Los Angeles Vancouver 
Pittsburgh Calgary 


These Service Stations carry a complete stock 
of parts and are manned by factory-trained 
mechanics. 
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THE BLACK © DECKER MFG. CO. 
TOWSON, MARYLAND, U.S. A. 


BLACK & DECKER MFG. CO., LIMITED, TORONTO, ONT. 
BLACK & DECKER, LIMITED, SLOUGH, BUCKS, ENG. 
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